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Development of techniques for characterization of extremely thin films is an important 
challenge in terahertz (THz) science and applications. Spectroscopic measurements of materials 
on the nanometer scale or of atomic layer thickness (2D materials) require a sufficient terahertz 
wave-matter interaction length, which is challenging to achieve in conventional transmission 
geometry. Waveguide-based THz spectroscopy offers an alternative method to overcome this 
problem. In this work, I investigate a new parallel-plate waveguide (PPWG) technique for 
measuring dielectric properties of ultrathin conductive films, in which we mount the thin-film 
sample at the center of the waveguide.  
First, I describe in details the theory of THz wave propagation in parallel plate waveguide 
with conductive layer located halfway between the plates. The dispersion equations for transverse 
magnetic (TM) and transverse electric (TE) modes which are utilized for dielectric parameters 
extraction are provided. The derivation of these dispersion equations is my theoretical 
contribution in PPWG approach in THz time domain spectroscopy (TDS). The strategy of 
parameters extraction in case of single mode and multimode propagation is further discussed.  
Second, I present the THz-TDS experimental system used during the realization of this work. 
The experimental setup is a homemade system based on transmission type THz-TDS. I discuss in 
details the principles and the practical applications of the main components of the system. I also 
describe the design of the PPWG as well as the design of the entire experimental setup. 
 The THz-PPWG-TDS technique is first applied to a series of gold films exhibiting a 
thickness dependence electromagnetic properties. This application aims to demonstrate the 
possibilities as well as the limitations of the technique. In contrast to other waveguide methods, 
our approach enables comparison of the material response with different electromagnetic field 
distribution without significantly changing the experimental setup. In particular, I show that the 
TE mode offers a better sensitivity than TM mode for characterization of 2D conductive materials.  
The second application focus on probing low density carriers in a single atomic layer. Here, 
the sample used is graphene which is a real 2D material. I demonstrate that a carrier density of ~2 
 1011 cm-2, which induces less than 1% absorption in conventional THz transmission 
spectroscopy, exhibits ~30% absorption in this waveguide geometry. The amount of absorption 
exponentially increases with both the sheet conductivity and the waveguide length. Therefore, the 
minimum detectable conductivity of this method sensitively increases by simply increasing the 
length of the waveguide along which the THz wave propagates, enabling us to detect low-
conductivity carriers in a straightforward, macroscopic configuration that is compatible with any 
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standard time-domain THz spectroscopy setup. These results are promising for further studies of 
charge carriers in a diverse range of emerging 2D materials. 
In the last application, I utilize the THz-PPWG-TDS to analyze the coupling of terahertz 
radiation to ultrathin electric split ring resonators which are located halfway between the 
waveguide plates. Observations determine that the magnetic response dominates largely over the 
frequency bandwidth of the system. The experimental results are confirmed by the simulations, 
emphasizing the importance of the proposed approach for further investigations of magnetic 
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Characterization of the electromagnetic properties of thin films has been an important topic 
in spectroscopy for a long time. In recent years, this has become even more relevant with the 
growing interest in two-dimensional materials including graphene, molybdenum disulfide 
(MoS2), Hexagonal boron nitride (hBN), single layer black phosphorous (BP), transition metal 
dichalcogenides (e.g, WSe) and other nanosheet materials [1– 3]. In the terahertz (THz) range, 
such materials have been recognized as important building blocks for future optoelectronic 
devices [4, 5]. However, characterizing such extremely thin films using conventional THz 
spectroscopy is often challenging for several reasons. First and most obvious reason, the 
extremely thin film offers a very limited interaction length with THz waves in the conventional 
normal-incidence transmission geometry. As a result, only a very small, essentially unmeasurable 
change is induced by material. In this work, this challenge is our main motivation for developing 
an alternative approach to characterize the electromagnetic properties of such thin materials. 
Second, fabricating films with atomic-scale uniformity over an area larger than the diffraction-
limited focal spot of THz beam is very challenging in many cases [6]. 
Historically, the main efforts in THz technology have been focused in the development of 
THz pulse generation, THz detection and the spectroscopic applications. The progress of THz 
emitters and detectors have been simultaneously accompanied by the development of ultrafast 
laser technology and the state - of - the art for semiconductors devices. It is common use to situate 
the THz frequency range between 100 GHz to 30 THz [4]. In terms of photon energy (or 
wavelength), THz is roughly located between 0.4 meV to 124 meV (10 m – 3 mm). Another 
widely accepted definition of THz radiation is also the “bridge” between microwave and optical 
radiation. The THz frequency range has long been considered as a “gap” since generation and 
detection technique of the electromagnetic radiation within this spectrum were less available, or 
at least less practical, until early 70’s  [5]. Since then, THz technology has become to be known 
as an outstanding progress technology enabling breakthrough in fields of telecommunications [6], 
imaging [7], defense and security [8], etc. 
Amongst variety of applications, THz time-domain spectroscopy is of utmost important. 
THz radiation can probe systems having characteristic life time of picosecond order or low 




energetic transition [9] including semiconductors [10], strong correlated electrons systems [11], 
biological molecules [12], nanostructured system [13] and a vast range of materials. Pioneered by 
Grischkowsky et al. [14], THz-TDS is basically a contactless characterization method utilizing a 
coherent detection technique. In frequency domain, THz-TDS is a phase resolved measurement 
of the complex - valued transmission. This technique allows detecting the amplitude and phase of 
the transmitted (or reflected) THz electric field. The real and imaginary part of the dielectric 
constant of the sample under analysis can be extracted directly without using Kramers -Kronig 
relation. Additionally, one of the merits of THz TDS is the high rejection noise efficiency that 
leads to a high sensitive system. For example, the signal to noise ratio (SNR) of an optimized 
experimental THz-TDS setup can be more than 104. This value was obtained at the spectrum peak 
of a system using a gated photoconductive antenna detector and free space electro-optic sampling 
detection scheme [15]. 
THz-TDS is an excellent tool to rapidly, non-destructively and sensitively elucidate 
electronic properties of materials. It is particularly efficient for characterization of materials with 
thickness eventually comparable or more than the operating THz wavelength (1THz = 300 m). 
In conventional or standard THz-TDS system, one usually operate with the transmission 
geometry. Then, with relatively thick materials, the extraction of optical constant is easy, since: 
(i) the material response can be distinguished unambiguously with respect to any reference; (ii) 
THz-TDS enables the possibility of eliminating Fabry-Perot reflections which is not feasible with 
incoherent technique. These extraordinary capabilities are also associated with the limitations of 
the technique. When the samples thickness is less, even far less than the wavelength, the 
conventional approach is less valuable. The change in absorption of THz radiation travelling 
through a sample of thickness L takes the form exp (-SL), where S is the absorption coefficient. 
If it is assumed that the sample has low absorption and moreover L is very small, the reference 
and the sample signal tend to overlap (exp (-SL)  1), and the optical parameters extraction 
become very challenging. In this particular case, the technique is mainly limited by the SNR of 
the experimental setup. If the change imposed by the sample is below the SNR achievable in 
experiment, the conventional technique is no longer reliable. Withayachumnankul et al have 
quantitatively studied the lower bound of common material thickness which can be characterized 
in transmission – type THz-TDS [16, 17]. The determination of the minimum thickness is based 
on the standard deviation of the phase of the reference spectrum or/and the standard deviation of 
the amplitude spectrum. For example, the minimum thickness for photoresist is 0.61 m if the 
calculation is performed with the standard deviation of the phase while this thickness increases to 





The new emerging classes of two – dimensional materials and heterostructures are a part of 
samples which are challenging to characterize with conventional THz-TDS. However, such new 
materials exhibit unconventional electronic properties and offer new possibilities in many field 
of technology. Graphene is one famous example of real 2D-material with its zero gap band 
structure at the Dirac points [18]. Metallic nanostructures also host different carrier transport 
compared to their counterpart [19]. Transition metal dichalcogenide MoS2 turns out to be direct 
band gap semiconductor in its 2D form, in contrast to bulk MoS2 which is an indirect band gap 
semiconductor [20]. Many examples of 2D materials or ultrathin film with their properties and 
applications can be found in literatures [21]. However, the few cases above- mentioned illustrate 
the importance of such materials for fundamental sciences and applications in the near future. The 
common factor which characterizes these ultrathin materials is their dimensions or their thickness. 
Most of newly discovered or fabricated 2D materials are atomic thick layer or roughly less than 
tens of nanometer. The thickness of such samples is at least four orders of magnitude less than 
the wavelength of the THz wave (which justify the designation of “2D” or “ultrathin”). Then, the 
aforementioned drawbacks of the conventional THz-TDS become much dramatic for 
characterization of ultrathin materials. Here, the most dominant criterions which limit the 
conventional method are: 
 Extreme subwavelength thickness: the interaction path of THz radiation – materials 
is extremely short. Then, the change induced by the sample is not measurable. 
 Low conductivity: the absorption coefficient is very small. As a result, the 
investigation on the carrier dynamics of the materials is further challenging since 
the conventional approach does not provide accurate parameters. 
As an example, Fig. 1.1 shows the transmittance of graphene on silicon substrate measured by 
transmission geometry THz-TDS. The reference is the transmitted THz pulse through bare silicon 
and the sample is graphene on silicon. The error bars indicate that the amplitude of the 
transmission fluctuates around the value 0.97. In other words, the absorption of the material is 
very weak. Therefore, spectroscopic information extracted from this measurement is not relevant. 
In light of the foregoing, the challenge which mainly motivate us is to seek for a new strategy 
to overcome the limitations of conventional method for 2D and ultrathin conductive materials 
characterization. The work presented here aims to be an alternative or eventually a 
complementary method when the standard THz-TDS fails or tends to be a hard task for proper 
characterization. In this context, we intend to develop an approach which maintains the 
advantages of THz-TDS but also which requires some conditions such as: 




 High sensitivity: The method should provide enough SNR to distinguish the 
THz response of the ultrathin conductive materials with respect to the 
reference. 
 Compatibility with any standard THz-TDS system : the method should be 
appropriate or could be adapted to any conventional THz-TDS 
 Nondestructive method: All external factors which influence the inherent 
properties of the samples under investigations should be avoided.  
 Proper complex parameters extraction: The parameters extraction formalism 
should enable obtaining optical constants in a straightforward manner. 
All of these requirements will be addressed along this work with concrete example of applications. 
 
 
Fig. 1.1 Transmission amplitude of graphene on silicon substrate with conventional THz TDS. 
The mean value of the transmission is fluctuating around 0.97. 
1.2 ALTERNATIVE AND OBJECTIVE OF THE WORK 
Owing to these limitations factors, it is obvious that the characterization of ultrathin 
conductive materials requires high sensitivity techniques in order to provide reliable information 
which reveals the basic characteristics of the sample. Various alternative approaches have been 
demonstrated for the study of thin films using THz-TDS. These include attenuated total internal 
reflection (ATR) spectroscopy [22] and time domain measurement of surface plasmon polaritons 
at metal-dielectric interfaces[23]. Both methods involve planar geometry where the THz wave 
propagates in plane of the materials surface. Pioneered by Tanaka et al. of Kyoto University, time 
domain ATR spectroscopy is based on the interaction of the sample with the THz evanescent 
wave of a coupling prism. Fig. 1.2 shows a schematic view of the main part of the system 
reproduced from Ref [22]. In this early work, dielectric constant of a 22 m-thick n-type (100) 
























InAs crystal was successfully extracted in the wavelength region from 1 THz to 2.5 THz. Similar 
concept have been also employed in [23] by making use of surface plasmon polaritons 
propagation on a metallic film coated by dielectric thin material. In contrast to ATR spectroscopy, 
the THz input and output coupling are performed by razors blade placed directly above the 
metallic film. The main disadvantage of both methods is the efficiency of free space THz 
radiations coupling to the samples. For example, it has been reported that the maximum coupling 
(including input and output coupling) efficiency for ATR is less than 3.5 %. Furthermore, to the 
best of my knowledge, both techniques were not applied to ultrathin or 2D materials 
characterization. However, these works have already included the general concept for overcoming 
the limitation of conventional THz-TDS. Propagation of THz wave (evanescent or guided) along 
the materials surface yields a longer interaction path. 
 
 
One approach of note is the use of parallel plate waveguide (PPWG)-based spectroscopy 
pioneered by Grischkowsky and co-workers  [24, 25]. Here, a thin dielectric polycrystalline solid 
is deposited on one plate of metal parallel-plate waveguide (PPWG), providing a long interaction 
length and therefore high sensitivity to, e.g., vibrational absorption bands in polycrystalline films 
[26]. Fig. 1.3 reproduces a typical THz-PPWG-TDS. The THz radiation is coupled to the PPWG 
with hyperhemispherical lens resulting to a coupling efficiency about 20%. In most cases, the 
PPWG operates at transverse electromagnetic mode which is the fundamental propagating mode 
of waveguide. This mode is free of dispersion and thus provides a broadband characterization. 
One disadvantage of this approach is that the sensitivity depends on the thickness of the thin layer 
relative to waveguide plate spacing, so a very thin (e.g., less than 10 nm) layer would give rise to 
a tiny signal [27]. A more compelling problem is that the technique is unsuitable to the study of 
conductive layers, since the thin sample concerned becomes essentially indistinguishable from 
the metal substrate. 
The objective of this work is to develop a new waveguide-based THz spectroscopy approach 
which maintains the advantage of long interaction length between the thin film and the 
Fig. 1.2 Schematic diagram of time domain attenuated reflection spectroscopy. The THz 
wave is coming from the left to the right of the image. Fig. reproduced from Ref .[22] 




propagating THz wave, but which is suitable for conducting films. We still rely on the PPWG, 
but in our approach, the ultrathin conductive layer is situated half-way between the two metal 
waveguide plates, rather than in contact with one of them. In the earlier approach, the studies all 
made use of lowest-order transverse magnetic mode of the waveguide, since the transverse-
electric (TE) mode amplitude vanishes at the metal plate surfaces (which eliminates the 
interaction with the sample). However, recent work has shown that TE modes can also prove 
useful for highly sensitive waveguide-based sensing [28, 29]. In this work, I compare the response 
for both transverse-magnetic and transverse-electric excitation of the waveguide. I investigate the 
sensitivity of our approach, and develop a new formalism for extracting quantitative dielectric 
parameters of the thin film from our experimental measurements. 
 
Fig. 1.3 Standard use of PPWG in THz-TDS. The dielectric sample is drop casted directly to 
the bottom plate of the waveguide. The analysis is performed with TEM mode. 
 
In few words, the advantages of our PPWG based approach can be summarized as follow: 
(i) long path interaction leading to a sensitivity improvement; (ii) characterization of 2D 
conductive materials with different electromagnetic polarization by making use of waveguide 
modes: transverse magnetic and transverse electric modes; (iii) compatibility with any standard 
THz-TDS system. 
This work is divided as follows: 
 Chapter 2 reviews the basics of thin film characterization by conventional transmission 
THz TDS system. The general concept and parameters extractions will be presented. The 
chapter starts with thick film analysis to ultrathin conductive layer characterization.  
 Chapter 3 develops the theoretical basis of our PPWG – based spectroscopy approach. In 
the first part, we review the basic theory framework of wave guiding in PPWG device. 
We extend the theory to ultrathin conductive films located halfway between the PPWG. 
Details of the derivation of the characteristic equations will be shown. The parameters 
extraction is based on these characteristic equations. Single mode and multimode analysis 




are presented. The last part of this chapter is focused on the practical aspect of parameters 
extraction. 
 Chapter 4 describes the experimental system we have used during this work. Detailed 
explanations of generating, detecting and reshaping THz beam are provided. The 
experimental setup is a modification of standard THz-TDS by incorporating PPWG. 
 Chapter 5 is focused on the applications of the method. The first application is performed 
with gold ultrathin film. Here I demonstrate the validity of our approach by investigating 
on the insulator metal transition state of the gold. The second application report the 
primary advantage of using PPWG method on low carrier density graphene analysis. In 
the last part of the application, we investigate on the THz magnetic response of 
metamaterials. This application is an additional demonstration of the capability of THz-
PPWG.  
 Chapter 6 concludes this work by reviewing the main finding. Here, I emphasize the 
importance of the work. Some perspectives and extension of the work are also provided. 
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Chapter 2. TERAHERTZ-TIME DOMAIN SPECTROSCOPY 
FOR THIN FILMS 
 
2.1 INTRODUCTION 
Since the first experimental realization of terahertz time domain spectroscopy (THz-TDS) 
pioneered by Auston et al. [1] and Grischkowsky et al.,[2], the technique has gained maturity and 
continue to attract attention from a broad community of the scientists. By definition, THz-TDS is 
a coherent time domain detection method enabling to obtain simultaneously amplitudes and 
phases of the electric field spectrum. This coherent nature of detection greatly facilitates the 
extraction of electromagnetic properties of materials under analysis. In this chapter, I describe the 
principles of conventional THz-TDS techniques. The first paragraph outlines the basic principles 
of the method in transmission geometry. The second paragraph details the extraction process of 
thin film optical properties. The last paragraph explains the limitations associated with the present 
approach. Details of generating and detecting as well as free space beam shaping techniques will 
be presented in chapter 4. 
2.2 TRANSMISSION THZ-TDS 
Conventional THz-TDS is based on the detection of discretized time domain profile of 
electric fields. The time scale of the pulse is order of picoseconds (ps).Fig. 2.1 summarizes the 
measurement principles with time domain pulse associated. The sample measured in Fig. 2.1 is 
magnesium oxide (MgO) with thickness of 0.5 mm. The frequency domain of the electric field is 
obtained using the Fourier transform of the time domain data. Therefore, given a discretized 
temporal waveform amplitude E(tj) where 𝑡j = j∆𝑡  and ∆𝑡  is the resolution, the numerical 
computation of the Fourier transform is performed by the Fast Fourier Transform algorithm: 
where N is the length of the signal 𝐸(𝑡j)  and 𝐸(𝜔)  is an array of complex number which 
dependent on the frequency f. 
 
𝐸(𝜔) =  ∑ 𝐸(𝑡j)𝑒
−𝑖𝜔𝑡jN−1
j=1




































































































































































Fig. 2.1. Extraction of dielectric parameters (refractive index and extinction coefficient) in 
conventional THz – TDS. The reference signal is the THz incident field (air) and the sample is 0.5- 
mm-thick magnesium oxide. The Time domain signal is zero-padded from the first reflection. After 
FFT, the amplitude and phases are obtained. The refractive index (n3.15) and the extinction 
coefficient (k  0) are extracted. 
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After the FFT, the amplitude of the electric field and the phase are given by  𝐸(𝜔) and 
𝜑(𝜔) respectively. The frequency bandwidth depends on the temporal resolution of the signal 




The dielectric function of materials under investigation is deducted from frequency 
dependent complex –valued transmission function T(𝜔) which is the ratio of the electric field 
detected through the sample 𝐸samp(𝜔) to a reference signal 𝐸ref(𝜔). In practical, the reference 
signal is the electric field measured without any sample and then the transfer function is given by: 
The sample and the reference signal must have the same temporal length and must start at the 
same time delay position to avoid a random phase difference. |√𝑇(𝜔)| is the amplitude of the 
transmission function and ∆𝜑(𝜔) is the phase differences between 𝐸samp and 𝐸ref. 
The optical parameters of the sample can be extracted in a straightforward way from the 
transfer function but it is necessary, above all, to discuss about some conditions required for the 
THz beam and material samples [3]. The measurements in conventional THz-TDS are performed 
in the normal incidence, therefore the THz beam is approximated as plane waves propagating 
normal to the samples surface plane. Samples are supposed to be homogeneous, flat and to possess 
parallel faces. Samples should be also magnetically isotropic and have linear electromagnetic 
response. Many literatures have treated nonlinear THz spectroscopy with variety of techniques  
[4– 6] but we focus here on linear THz-TDS. 
Suppose that the reference media is the air, the complex transmitted electric field trough a 
sample of thickness d can be analytically calculated as [7]: 
where FP is the Fabry-Perrot effect due to the multiple reflections inside the sample. n is the 
refractive index of the media and should be understood as complex value number. 𝑛air is the 
refractive index of air and 𝑛𝑠amp is the refractive index of the sample. Extracting 𝑛𝑠amp by Eq. 
(2.2) and Eq. (2.3), we can calculate the complex relative dielectric constant and the complex 
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Here, 𝜖0 and 𝜖∞ are the permittivity of the free space and the dielectric constant of the material 
at enough high frequency, respectively.  
However, some constraints are imposed by Eq. (2.3) to properly extract the optical 
parameters. First, the complex refractive index is not obtained in a straightforward manner due to 
the FP effect. Then, an optimization process should be performed numerically to solve that issue. 
An algorithm as Newton-Raphson type or spatially variant moving average filter can greatly 
improve the parameters’ extraction [7]. Second, the phase values in Eq. (2.1) are bounded in [-
,] while the experimental values of the phase can exceed that interval. The phase has to be 
unwrapped to stay in the boundary. Some built-in functions like “unwrap” function of 
MATLAB can automatically correct the angle jump between two consecutive values. 
When the sample is thick enough and the main transmitted pulse and the first echo is 
temporally well separated, we can use a windowing function to eliminate reflection pulses (cf. 
Fig. 2.1). In that case, the transfer function in Eq. (2.3) is simplified such as: 
Here, the complex refractive index can be retrieved directly without optimization process. 
The phase of the transfer function is directly related to the real part of refractive index and it is 
easy to calculate the extinction coefficient afterwards. 
2.3 THZ-TDS OF THIN CONDUCTIVE FILMS ON SUBSTRATE 
Theory of electromagnetic wave propagation normally incident to layered dielectric has been 
treated in many textbook and literatures [8– 10]. Transmission and reflection coefficients can be 
obtained straightforwardly using the boundary conditions of electromagnetic fields. However, the 
calculation is very long and complicated so that we make use of transmission line theory and 
impedance concept to carry out the problem.  
Consider a thin conductive film of thickness d1 on a substrate of complex refractive index 
nsub as shown Fig. 2.2. The electric field, after passing through multilayer system, has the form: 
where 𝑡0→1→2 and 𝑡2→0 are the amplitude coefficients of the transmission for the wave passing 
through air region to the substrate and from the substrate to the air, respectively. Here, we make 
 
𝜖(𝜔) = 𝜖1(𝜔) − 𝑖𝜖2(𝜔) = [𝑛(𝜔)]
2
𝜎(𝜔) = 𝜎1(𝜔) − 𝑖𝜎2(𝜔) = 𝜔𝜖0[𝜖2(𝜔) − 𝑖(𝜖∞ − 𝜖1(𝜔))]




2 exp [−𝑖(𝑛samp − 𝑛air)
𝜔
𝑐
𝑑] . (2.5) 
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a rough approximation that the film thickness satisfy the condition 𝑛𝑡hin film
𝜔
𝑐
𝑑1 ≪ 1 so that the 
phase factor is negligible. We make use of the transmission line theory to calculate those 
coefficients. Fig. 2.2 illustrates an equivalent transmission line circuit for a wave propagating 
from the left to the right. If Z0, Z1, Z2 and ZL are the impedances of free space, thin conductive 
film, the substrate and load impedance, respectively, the coefficients of transmission are given 
by: 
Here, we are only interested in the direct transmitted THz pulse and neglect the reflection from 
boundary interface. From the definition of electromagnetic wave impedance for a plane wave, we 
have: 
where 𝑛j  is the complex refractive index of the media numbered j. In the film approximation 
where the thickness is far below the skin depth  (d1<<), the film impedance is obtained by the 
discontinuity of the magnetic field caused by uniform current density J [8, 9]: 
where 𝜎 is the frequency dependent complex conductivity of the film, H0 and H2 are the magnetic 
fields in the region “0” and the region “2”. Finally, the load impedance can be found as: 
If the first region is the free space (n1 = nair), combining the transfer function of the substrate 
only in Eq. (2.5) and Eq.(2.6) - (2.10), we obtain the so-called Tinkham formula for thin 
conductive film [10]: 
Therefore, the reference signal is the electric field detected through the substrate, and the 
sample signal is the electric field transmitted through thin conductive film on substrate. The 



























 𝑇thin film(𝜔) =
1 + 𝑛Sub
1 + 𝑛Sub + 𝑍0𝜎𝑑1
. (2.11) 
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inserted into eq. (2.11). Generally, the conductivity of thin film is expressed by surface or sheet 
conductivity 𝜎𝑆 with unit S: 
Since 𝑇thin film(𝑓) is a complex - valued function, the determination of the real and imaginary 
part of sheet conductivity is straightforward. 
2.4 LIMITATIONS OF CONVENTIONAL THZ-TDS IN CONDUCTIVE THIN FILMS 
CHARACTERIZATION. 
Characterization of ultrathin conductive films depends on several parameters of the samples, 
the extraction procedure and the experimental system itself. Another major factor which 
influences the success of thin film characterization is the type of analysis to perform. Review on 
thin film sensing and nanostructure films characterization in THz regime have been reported in 
previous works [11, 12].The possibilities and challenges are illustrated in those works, but here 
we focus on the major issues met in ultrathin or two-dimensional (2D) or nanostructure 
conductive materials.  
The dominant challenge in THz-TDS when analyzing very thin films is increasing 
“sensitivity”. When the interaction of the THz wave with the thin film is extremely weak, 
improving sensitivity means increasing minimum detectable signal change induced by the 
samples. However, sensitivity is quite general term which could be a qualitative indication of the 
performance of the system and depending on the type of analysis. In spectroscopic application, 
we intend mainly to obtain dynamic information of the thin film properties so that the sensitivity 
 𝜎𝑆(𝜔) = 𝜎(𝜔)𝑑1. (2.12) 
 
Fig. 2.2 Transmission line equivalence of thin conductive thin on a substrate. The film has a 
thickness d1 and the substrate has a thickness of d2. The electromagnetic field can be described 
by the impedances in each area. The impedance of the thin film Z1 and the substrate Z2 are 
equal to an equivalent impedance ZL. 
0 1 2
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is reflected in the dielectric constant extracted. In numerous examples [12–14], the sensitivity is 
quantified generally by the minimum  and the maximum absorption detected. The parameters 
involved when determining the sensitivity are the dynamic range (DR) and the signal to noise 
ratio (SNR) of the system.  
Here, we adopt the definition based on  [15]: 
The quantity DR indicates the maximum calculable signal change while SNR determines the 
minimum detectable signal change. Both quantities can be time dependent or conversely 
frequency dependent.  
DR and SNR of THz-TDS depend on the performance of each component of the system and 
the quality/quantity of the thin film samples. If we suppose that those two factors are optimal for 
the experimental system, one way to increase the sensitivity is to increase the thickness of the 
samples for example or to process the sample to have a better responses. But then, those process 
already modify and even alter the intrinsic electromagnetic properties of the samples.  
Since the ultimate goal of spectroscopic system optimization is to obtain a high quality data 
with high SNR, in a reasonable time and with the most efficient method possible, conventional 
THz-TDS analysis is very challenging when: 
 the change induced by the thin conductive film samples is not measurable (beyond the 
SNR of the system). 
 the samples are required to be processed in order to improve the interaction. 




mean magnitude of signals amplitude
standard deviation of signals amplitude
 
SNR =
maximum magnitude of signals amplitude
root mean square of noise floor
 
(2.13) 





[1] K. P. Cheung and D. H. Auston, “A novel technique for measuring far-infrared 
absorption and dispersion,” Infrared Phys., vol. 26, no. 1, pp. 23–27, 1986. 
[2] M. Van Exter, C. Fattinger, and D. Grischkowsky, “Terahertz time-domain spectroscopy 
of water vapor,” Opt. Lett., vol. 14, no. 20, pp. 1128–1130, 1989. 
[3] K. Sakai, Terahertz optoelectronics, Springer, vol. 97, 2005. 
[4] K. Tanaka, H. Hirori, and M. Nagai, “THz nonlinear spectroscopy of solids,” IEEE 
Trans. Terahertz Sci. Technol., vol. 1, no. 1, pp. 301–312, 2011. 
[5] E. Bründermann, H-W Hübers, and M. F. Kimmitt, “Terahertz Techniques,” Springer 
series in Optical sciences, vol. 151, 2012. 
[6] M. C. Hoffmann, N. C. Brandt, H. Y. Hwang, K. Lo Yeh, and K. A. Nelson, “Terahertz 
Kerr effect,” Appl. Phys. Lett., vol. 95, no. 23, pp. 100–103, 2009. 
[7] I. Pupeza, R. Wilk, and M. Koch, “Highly accurate optical material parameter 
determination with THz time-domain spectroscopy.,” Opt. Express, vol. 15, no. 7, pp. 
4335–4350, 2007. 
[8] S. Ramo, "Fields and waves in communication electronics," J. Wiley, 2008. 
[9] M. Dressel, G. Gruener, and G. F. Bertsch, “Electrodynamics of Solids: Optical 
Properties of Electrons in Matter,” Am. J. Phys., vol. 70, no. 12, p. 1269, 2002. 
[10] R. E. Glover and M. Tinkham, “Conductivity of superconducting films for photon 
energies between 0.3 and 40kTc,” Phys. Rev., vol. 108, no. 2, pp. 243–256, 1957. 
[11] J. F. O’Hara, W. Withayachumnankul, and I. Al-Naib, “A review on thin-film sensing 
with terahertz waves,” J. Infrared, Millimeter, Terahertz Waves, vol. 33, pp. 245–291, 
2012. 
[12] W. Withayachumnankul, “Limitation in thin-film detection with transmission-mode 
terahertz time-domain spectroscopy,” Opt. Express, no 22, pp 972 - 986, 2014.. 
[13] J. S. Melinger, Y. Yang, M. Mandeghar, A. Shutler, and D. Grischkowsky, “THz 
detection of small molecule vapors over long paths in the atmospheric transmission 
windows,” Opt. Express, vol. 20, no. 6, pp. 6788–6807, 2012. 
[14] H.-W. Hübers, M. F. Kimmitt, N. Hiromoto, and E. Bründermann, “Terahertz 
Spectroscopy: System and Sensitivity Considerations,” IEEE Trans. Terahertz Sci. 
Technol., vol. 1, no. 1, pp. 321–331, 2011. 
[15] M. Naftaly and R. Dudley, “Methodologies for determining the dynamic ranges and 
signal-to-noise ratios of terahertz time-domain spectrometers.,” Opt. Lett., vol. 34, no. 8, 
pp. 1213–1215, 2009. 
 19 
 
Chapter 3. DERIVATION OF THE ANALYSIS METHOD 
FOR THIN CONDUCTIVE FILMS 
USING PARALLEL PLATE 
WAVEGUIDE  
3.1 INTRODUCTION 
The techniques of guiding wave in the THz regime come mainly from microwave and 
millimeter wave techniques. Optical waveguides such as dielectric waveguides or photonic crystal 
waveguides [1] are still in earlier step of development and require further investigations to 
overcome the relevant challenge to reduce the wave propagation loss. In contrast, metallic 
waveguides have proven their efficiency in the THz technology and have gained growing interest 
from many researchers.  
The first demonstration of THz wave coupled to a metal tube waveguide was reported by 
Grischkowsky group in early 2000 [2]. In this work, quasi-optical coupling technique with two 
hyper hemispherical silicon lenses was used to focus the THz beam to a spot of diameter around 
300 m (𝜆1THz). This coupling method was very efficient and had been extended to several type 
of waveguides including rectangular waveguide and parallel plate waveguide (PPWG) [3]. 
Nevertheless, the major issue of some waveguides type having circular or rectangular cross 
section was the pulse reshaping. When the cross section of the waveguides becomes order of the 
THz wavelength, the cutoff frequencies shift to higher frequency and results in a large broadening 
of the output pulses. In other words, the extreme broadening of the pulse is caused by the group 
velocity dispersion near the cutoff frequency. On the other hand, metal wires [4] and parallel plate 
waveguide can support transverse electromagnetic mode. While the former waveguide has a 
promising future in telecommunication applications, the latter one has an outstanding 
performance in THz spectroscopy [5].  
As I will describe in the next section, there is no cutoff frequency in the fundamental TEM 
mode of PPWG resulting in an undistorted output pulse. Consequently, making use of this mode 
enables to have a clean broadband spectrum and wavelength focusing guided wave. In THz-TDS 
applications, a thin dielectric is directly drop casted on the bottom plates of the PPWG. The 
change in phase and amplitude of transmitted THz pulse induced by the thin film is related to the 
dielectric constant of the thin layer. For example, a layer of water vapor about 20 nm thick has 
been successfully characterized by using TEM mode of PPWG [6].  




The transverse electric mode can also propagate in the PPWG. If we suppose that the 
waveguide plate separation is around 300 m and the medium filling the PPWG is air, the cutoff 
frequency of fundamental TE1 mode is 0.5THz. There is no propagation for frequency below 
0.5THz, and the transmitted pulse is highly distorted. Therefore, this particular mode did not 
attract much attention for THz spectroscopy. However, in 2005 R. Mendis and D. Mittleman 
demonstrated that undistorted THz pulse can be obtained by the use ofTE1 mode. In addition, the 
intrinsic propagation loss due to the plate conductivity of TE1 mode is much lower than that of 
TEM mode [7]. Shortly after, many applications emerged from TE1 mode of PPWG including 
molecular sensing [8]. 
In this chapter, I derive the main theory of thin conductive film inserted in PPWG and the 
method to extract optical parameters in THz-PPWG-TDS. The second section describes the 
general theory of propagating wave in PPWG. In the third section, I establish the dispersion 
equations of conductive film in PPWG. In the fourth section, I develop the quasi-optical free space 
coupling method for PPWG. Then, the complex transfer function will be shown in fifth section. 
The last section summarizes the parameters extraction scheme utilized in this work. 
3.2 PARALLEL PLATE WAVEGUIDE 
3.2.1 General Solutions of waveguide 
An ideal PPWG is composed of two parallel perfect conductor planes separated at a distance 
d by a dielectric medium [9]. As long as the dielectric is isotropic and homogeneous, the following 
analysis is always valid. In this chapter the coordinates system is shown in Fig. 3.1 with the 
propagation following the z-axis. We begin by writing the basic Maxwell’s equations: 
where D and B are the electric and magnetic flux densities while E and H are the electric and 
magnetic field, respectively. 𝜌 and J are the charge and current density, respectively. Bold 
characters are vectors and normal characters are scalar. 
 ∇ ∙ 𝑫 = 𝜌, (3.1) 
    ∇ ∙ 𝑩 = 0, (3.2) 
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Assume a time variation of the form 𝑒−𝑖𝜔𝑡  with angular frequency 𝜔, the general solutions 
of Maxwell equation are: 
Appropriate sign on 𝛾 should be chosen to have forward (+) or backward (-) propagating wave. 𝛾 
is the wavenumber or propagation constant in z direction and is a complex-valued number. We 
can separate the fields into transverse components and z – components by [10]: 
where F stands for E or for B and  𝒛 is an unit vector along the z-axis. 
 
Inserting the solutions Eq. (3.5) to Eqs. (3.3) - (3.4) and separating the transverse and 
longitudinal components of the fields, we obtain for the positive travelling wave and source-free 
Maxwell’s equations: 
 
𝑬(𝑥, 𝑦, 𝑧, 𝑡) = 𝑬(𝑥, 𝑦)𝑒±𝑖𝛾𝑧−𝑖𝜔𝑡




𝑭𝑡 = (𝒛 × 𝑭) × 𝒛











Fig. 3.1 Geometry of parallel plate waveguide with coordinates system. The propagation of 
wave is in z – axis. The orientation of the electric and magnetic field of TM and TE mode are 
also shown on the top of the Fig. 
 𝛁𝑡







(𝒛 × 𝛁𝑡𝐵𝑧)] , (3.8) 
























Eqs. (3.8) - (3.9) hold if both 𝑬𝑧 and 𝑩𝑧 are not zero simultaneously. We will see below that there 
is a special case where both 𝑬𝑧 and 𝑩𝑧 vanish. 
The existence and the uniqueness of the solutions are determined by Eq. (3.7) and the 
boundary conditions that should be satisfied by E and B. When the electromagnetic field is 
enclosed in (transverse directions) perfect electric conductor, E and B vanish inside the conductor. 
On the conductor surface, the boundary conditions are: 
 The boundary conditions ensure the continuity of tangential electric field and the continuity 
of normal component of magnetic flux density. Here, n is a unit vector normal to the surface of 
the conductor (or any interface between two different media). Then, the components Ez and Bz on 




 is the normal derivative at appoint of the surface. In Eqs. (3.8) - (3.9), we have to solve 
both Ez and Bz to obtain Et and Bt. However, for each boundary conditions of Eq. (3.11) 
correspond to different eigenvalues of Eq. (3.7). It is evident that any superposition of those 
solutions would satisfy also Maxwell’s equations. If Et1 and Bt1 is the solutions of Eq. (3.8) - (3.9) 
with the conditions Ez = 0 on the surface and Bz = 0 everywhere, and Et2 and Bt2 are the solutions 
with the conditions Ez = 0 everywhere and  
𝜕𝐵𝑧
𝜕𝑛
= 0 on the surface, it results to [10]: 
 Since the first equations of Eq. (3.12) has only Bt, these equations are the solutions of mode 
called “transverse magnetic mode”. Similarly, the second equations are the solutions of mode 
called “transverse electric mode”. The existence of particular mode depends on the excitation 
fields. It is convenient to express the relation between the transverse electric and magnetic field 
as: 
here Z is the wave impedance. The expression of Z is: 
 
𝒏 × 𝑬 = 0
𝒏 ∙ 𝑩 = 0





} , (3.11) 
 
𝑬1 = 𝑬𝑡1 + 𝐸𝑧𝒛, 𝑩1 = 𝑩𝑡1
𝑬2 = 𝑬𝑡2, 𝑩2 = 𝑩𝑡2 + 𝐵𝑧𝒛 
𝑬 = 𝑬1 + 𝑬2 , 𝑩 = 𝑩1 +𝑩2 
}, (3.12) 
 𝑯𝑡 = −
1
𝑍
(𝒛 × 𝑬𝑡), (3.13) 
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3.2.2 TM mode and TE modes of PPWG 
As indicated above, TM mode has a non-vanishing Ez component. Additionally, the PPWG 
is assumed to be in infinite extension in y direction so that the derivations with respect to y 
coordinate vanish. From Eq.(3.7), the equation of Ez is: 
Applying the boundary conditions Ez = 0 on the plate surface at x = 0 and x = d (Fig. 3.1), 
the solutions of Eq. (3.15) is: 
with: 
For each integer m corresponds to one specific mode. Solving Eq. (3.17) gives the “cutoff 
frequency” of the mode: 
where 𝘤 is the light velocity. When the frequency 𝑓 < 𝑓𝑐, the propagation constant 𝛾 is purely 
imaginary. Then, from Eq. (3.5), the fields are decaying along the guide. The condition of 
propagation for a specific mode is that 𝑓 > 𝑓𝑐. 
The remaining components of the field are obtained by Eqs. (3.8) - (3.9). For TM mode of 
PPWG, the electromagnetic field is composed by: 











− (𝛾2 −𝜔2𝜇𝜖)𝐸𝑧 = 0. (3.15) 
 𝐸𝑧 = 𝐴 sin(𝑘𝑥𝑥), (3.16) 
 
𝑘𝑥 = (𝜔





























The first mode, or fundamental mode of TM is TM0 where m = 0. This is a special case in PPWG 
where Ez and Hz are simultaneously zero and the cutoff frequency also vanish. The electric and 
magnetic field lie totally in the transverse plane of the waveguide and have the form: 
where C is a constant and ZTM is the TM wave impedance in Eq. (3.14). 
By proceeding in the same manner as TM mode, but with 
𝜕𝐵𝑧
𝜕𝑛
 = 0 on the surface of the 
waveguide plates, the fields in TE mode are: 
with the same cutoff frequency expression. However, from Eq. (3.21), the mode with order m = 
0 cannot exist. Therefore, the fundamental mode of TE is the TE1 mode where m = 1. 
If the conductor plates have finite conductivity, the current induced by magnetic field on 
both plates participates to the propagation loss of the waveguide and result in a complex 
propagation constant: 
One usually compute that attenuation by approximation method, namely by power transfer 
method [9]. The loss 𝛼 for TM and TE mode are: 
where 𝜎C and 𝜇C are the conductivity and permeability of the conductor plates, respectively. The 
waveguide loss depends on the frequency, the plate separation d and the conductivity of the 
metallic plates. The conductor plates used for PPWG in THz frequency range are usually 
aluminum, copper and sometimes coated by thin gold in order to increase the conductivity, 
thereby minimizes the loss. In THz regime, the bulk conductivities of those metals are nearly flat 
over the operating frequency bandwidth of the PPWG. Accordingly, it is common to consider the 








} , (3.20) 
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Table 3.1 shows values of bulk conductivity of some metal. These results are calculated in room 
temperature. 
 
Table 3.1 Bulk conductivity of some metal from Ref. [11] 
 
Metal Bulk 𝜎DC (.m)-1at 293K 




It should be noted that the attenuation is real valued frequency-dependent. Eq. (3.22) are 
only valid for 𝑓 < 𝑓𝑐. The loss due to the finite conductivity is termed as “resistive loss”. In 
summary of this section, Fig. 3.2 show the magnitude of electric fields and magnetic fields of 
TEM, TM2 and TE1 mode of PPWG. 
 
Fig. 3.2 Normalized electric field profile inside the PPWG. (a) The normalized electric field 
for TEM and TM2 mode. (b) The normalized electric field for TE1 and TE3 modes 
 
3.3 PARALLEL PLATE WAVEGUIDE WITH THIN CONDUCTIVE FILM 
The dispersion equation for thin conductive film placed symmetrically inside the PPWG can 
be determined exactly without any approximation [12]. However, when the thickness of the 
materials is infinitely thin and far less than the THz wavelength and the skin depth, appropriate 
boundary conditions can be used. In this paragraph, a rigorous formulation is first provided to 
obtain the electromagnetic field in the PPWG. Here we limit the equations to TM mode case but 
TE mode dispersion equation can be easily found by applying the same procedure. The next 
section details a different approach to derive the dispersion equation by making use of surface 


























































3.3.1 Fields equations for TM mode 
The geometry model of thin conductive film inside a PPWG is shown in Fig. 3.3. The layer 
is centrally placed parallel to the waveguide plates. Therefore, the field has no variation in y-axis, 
same as the empty PPWG. The film has a thickness t, effective dielectric permittivity 𝜖C, 
permeability 𝜇C and conductivity 𝜎C.  The permittivity and permeability of the dielectric medium 
between the plate and the film are 𝜖 and 𝜇, respectively.  
In the area 1 and 2, the electric and magnetic field expressions are given by Eq. (3.19) for 
TM mode. With the dimensions and coordinates given by Fig. 3.3 we have: 
The sign minus is for 𝑥 > t/2 and sign plus is for x < t/2. It is also seen that the system presented 
in Fig. 3.3 has a physical symmetry at x = d/2. Therefore, the solutions of Maxwell’s equation can 
be deduced by considering only the region x > 0. Furthermore, the electric field component Ez1 
can be symmetric or antisymmetric relative to x-z plane.  
 
For now, there is no assumption concerning the thin conductive film. So, it is considered as 
dielectric medium in which the guided electromagnetic field is well known [12]. Within the 
dielectric, the mode profile can be expressed in sine or cosine functions. Then, the tangential 
electric field in the region 2 is: 
 𝐸𝑧1 = 𝐴1 sin(𝑘𝑥1 (
𝑑
2





Fig. 3.3 Thin conductive film located halfway between the plates of PPWG. The coordinates 
system are the same as in Fig. 3.2. The thickness of the film is t and the plate separation is d. 
The region 1 and 2 are the substrate area which is the host medium of the film.  
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The remaining fields are obtained by Eqs. (3.8) - (3.9). For x > 0: 
The continuity conditions of the tangential fields at t/2 leads to two sets of transcendental 
dispersion equations: 
with: 
Eqs. (3.27) - (3.28) provide a complete description of the modes inside the PPWG. 
Numerical computation can solve these transcendental equations with the complex-valued 
propagation constant 𝛾 as the unknown parameter. Here, the symmetricity of the solution is 
relative to the x-z plane (mainly Ez).  
Now, if the thickness of t of the dielectric is zero, the antisymmetric equation gives 𝑘𝑥1 =
2m𝜋 𝑑⁄  with m = 0, 1, 2…The symmetric equation gives 𝑘𝑥1 = m𝜋 𝑑⁄  with m = 1, 2…Then, 
with the first equation of Eq. (3.27), we find exclusively the modes of empty PPWG with even 
index including TEM, TM2 etc. The first higher order TM1 mode belong to the second equation 
of Eq. (3.27). 
Now, assume that the film is mainly characterized by its conductivity such that 𝜖C ≈ 𝜎C 𝑖𝜔⁄ , 
and 𝜇 = 𝜇C. These assumptions will be justified later when we treat the case of extremely thin 
conductive films. Assume also that the real part of 𝜖 and 𝜖C are the same order of magnitude and 
the propagation constant 𝛾 does not change much from the propagation constant of empty PPWG. 
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 𝛾2 = ω2𝜇𝜖 − 𝑘𝑥1
2 = 𝜔2𝜇𝑐𝜖𝑐 − 𝑘𝑥2
2
 (3.28) 




where  = 1 √𝜋𝑓𝜇C𝜎C⁄  is the skin depth of the conductive layer. 
It should be noticed that the approximation about the propagation constant is a crude 
approximation but it is only assumed here to draw a physical insight of Eq. (3.27). Inserting Eq. 
(3.29) into Eq. (3.27), the first equation gives: 
Here, the quantity 1 𝜎𝐶⁄  is called the surface resistivity. Values of surface resistivity at different 
frequencies can be widely found in handbooks [11]. Similar equation can be derived for the 
symmetric case of Eq.(3.27) but with cot function instead of tan function in the right hand side 
(r.h.s) of the equation.  
In this work, we are mainly interested with the case of extremely thin conductive films with 
the conditions 𝑡 ⁄ ≪ 1. Then, if the thickness is far below the skin depth, the numerator of the 
r.h.s in Eq. (3.30) tends toward zero. Consequently, the first eigenvalue of  𝑘𝑥1 = 0 . The 
fundamental mode of PPWG with a very thin conductive film is quasi -TEM mode like in empty 
PPWG. Also, when 𝑡 ⁄ ≪ 1 and 𝜎C → ∞ (perfect electric conductor), then 𝑘𝑥1 → 0. 
In contrast, when 𝑡 ⁄ ≪ 1  for the symmetric equation, the propagation constant in the 
dispersion equation exclusively depends on the conductivity of the thin film. By inserting Eq. 
(3.29) into Eq. (3.27) and expanding the cotangent function, we have: 
when 𝜎C → ∞, the fundamental mode of the waveguide is also TEM mode. When  𝜎C → 0, the 
Eq. (3.31) becomes the dispersion equation of higher order TM mode of the empty waveguide. 
From Eq. (3.27), it was shown that extracting the propagation constant is complicated 
without many assumptions. However, for extremely thin film, the continuity conditions for 
electromagnetic fields can be reduced to boundary conditions. Then, we develop in the following 
section a convenient approach to compute the dispersion of PPWG conductive films. 










tan (𝑖(𝑖 + 1)
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) , (3.30) 
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3.3.2 Dispersion Equations for TE and TM mode with zero thickness conductive 
films  
When the thickness of the materials is infinitely thin and when the material surface can 
support a current distribution, the current density is reduced to surface density of current [10]. 
From Ohm’s law, the surface current density is: 
where the unit of current density is A/m and the surface or sheet conductivity is defined as : 
where the unit of 𝜎S is S. 
Now, the conductive film can be treated as singularity of the general Maxwell’s equations 
for PPWG at x = 0. Therefore, rewriting Eq. (3.4) leads to [13]: 
In Eq. (3.34), 𝛿(x) is the Dirac distribution and it should not be confounded with the skin 
depth. It indicates that the sheet conductivity exist only in the y-z plan at x = 0. In TM mode, only 
Ex, Ez and Hy exist whereas Hx, Hz and Ey exist in TE mode. Since there is no variation in y-
direction and the surface current density is induced by the electric field parallel to the material 
surface plane, the fields are decomposed into: 
for TM mode and: 
for TE mode. 
After some algebra, we obtain the equations for Ez and Hz for TM and TE mode respectively: 
 𝑱S = 𝜎S𝑬, (3.32) 
 𝜎S = 𝜎C𝑡, (3.33) 










































with 𝑘𝑥 = √𝜔2𝜇𝜖 − 𝛾2. 
The solution of Eq.(3.37) or Eq. (3.38) can be found by looking for the field of guided wave. 
In the following derivation, we focus on TM mode but the procedure is the same to find the 
dispersion equation for TE mode.  
Let’s assume that Ez has the form of guided waves as in empty PPWG such that: 
The expression of Ez can be combined by applying the boundary condition at x = 0 and at x = d/2. 
The continuity of tangential electric fields gives: 
and: 
The sign “-” is for x > 0 and the sign “+” is for x < 0 and E1 is a constant. 
Now, let’s integrate Eq. (3.37) over a small interval around the singularity x = 0: 








→ 0. The remaining terms are: 














2𝐻𝑧 = 𝑖𝜔𝜇𝜎𝑆𝛿(𝑥)𝐻𝑧  for TE mode, (3.38) 
 𝐸𝑧(𝑥) = {
𝐸1 cos(𝑘𝑥𝑥) + 𝐸2 sin(𝑘𝑥𝑥)          𝑥 > 0
𝐸3 cos(𝑘𝑥𝑥) + 𝐸4 sin(𝑘𝑥𝑥)          𝑥 < 0





𝐸𝑧(𝑑 2⁄ ) = 𝐸𝑧(−𝑑 2⁄ ) = 0
} , (3.40) 










































) . (3.44) 
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By performing the same analysis with Eq. (3.38) for TE mode, the dispersion equation is: 
Eqs. (3.44) - (3.45) express the contribution of the thin conductive film to the complex 
propagation constant 𝛾 in Eq. (3.28). Conversely, if the complex propagation constant is know 
the sheet conductivity of the material in between the PPWG can be extracted.  
Eqs. (3.44) and (3.45) are my main theoretical contribution in this new geometry of ultrathin 
films inside a PPWG for two-dimensional conductive materials characterization in THz range 
[14]. 
In our derivation of the two dispersion equations, the manner we have chosen is not the only 
way to compute the propagation constant in function of the sheet conductivity. In fact, by applying 
the discontinuity of magnetic field due to the surface current density such that: 
where n is an unit vector normal to the conductive layer interface pointing from region 1 to region 
2, we end up exactly to the same equations of Eqs. (3.44) - (3.45). Another way to start is also by 
considering the boundary conditions about the discontinuity of the displacement field Eq. (3.1) 




3.4 QUASI – OPTICAL COUPLING AND COMPLEX TRANSFER FUNCTION 
3.4.1 Quasi-optical coupling 
The technique of quasi-optical coupling has been intensively developed for microwave and 
millimeter-wave optics. Number of literatures is devoted to that topic especially in Ref. [15] and 
Ref. [16]. Gallot et al. [3] provide detailed description quasi-optical coupling applied to THz 
waveguides but here, we only develop the general idea and especially applied to PPWG. 
It is well known that any incident electromagnetic field and output electromagnetic field 
from waveguide can be expanded into electric and magnetic fields of the modes [17]. This 
assumption is based on the orthogonality of guided modes. In general, there are evanescent (non-
guided) and guided mode and the orthogonality relation should take account of both modes. 
However, in practice, only the guided mode solutions of Maxwell’s equations are considered. The 







) . (3.45) 
 𝒏 × (𝑯1 −𝑯2) = 𝜎𝑆𝑬, (3.46) 
 
𝑬t,inc = ∑ (am + bm)𝑚 𝑬tm
𝑯t,inc = ∑ (am − bm)𝑚 𝑯tm
} , (3.47) 




am and bm are the coefficients to be determined, Etm and Htm are the transverse electric and 
magnetic fields of the guided mode and Et,inc and Ht,inc are the electric and magnetic fields of the 
THz incident fields at the input of the waveguide.  
Using the well-known orthogonality of modes in waveguide with perfect conducting wall 
and the normalization ∫ (1 𝑍⁄ )𝑆 |𝑬tm|
2d𝑆 = 1 where Z is the wave impedance in Eq. (3.14) for 
TM or TE mode, we have: 
It is also possible to express the output field by expanding the field in normal modes of 
PPWG. By taking account of mismatch between the impedance of input and output media to the 
impedance of waveguide modes (TM or TE mode given by Eq. (3.14)), the electric output field 
is [3]: 
Usually the output and input region are the free space so that 𝑍inc = 𝑍out = 𝑍0.  𝐸inc(𝜔, 𝑡) 
is the time – frequency dependent input field. Here, the coupling coefficients 𝐶𝑥,in, 𝐶𝑥,out, 𝐶𝑦 
depend on the normalized mode and the profile of input and output beam. Since the waveguide is 
uniform in y, the coupling coefficient 𝐶𝑦  are the same for the input and the output. If the 
propagated modes are not much altered at the output, for example in a relatively short waveguide, 
the input and output coupling coefficients in x are approximately the same, 𝐶𝑥,in ≈ 𝐶𝑥,out. For 
THz wave, a good approximation of the spatial input and output beam is a Gaussian spatial profile. 
For example, suppose a normalized Gaussian input field such as: 
where 𝜔0 is the beam waist of the incoming THz beam. Here, only the x – dependence is required 
since the PPWG is uniform in y. The input coupling coefficient with a normalized TM mode of 
empty PPWG is: 
 
am + bm =
1
𝑍 ∫𝑬t,inc𝑬tm𝑑𝑆
am − bm = ∫𝑯t,inc𝑯tm𝑑𝑆
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when the mode number is odd (TM1, TM3, TM5…), the integral is zero and then, only the even 
mode is excited (TEM, TM2, TM4…). 
For TE mode, the input coupling coefficient is: 
Here, only odd modes are excited with the fundamental mode TE1.  
Fig. 3.4 illustrates the coupling coefficients of TM and TE modes as a function of 𝜔0 𝑑⁄ . 
We can make use of this Fig. to match the beam waist and the PPWG plate separation. In TE 
mode, when 𝜔0 𝑑⁄ = 0.38, only the fundamental mode TE1 couple with the input beam and 
higher modes are not excited. The coupling coefficient reaches 99%. In TM mode, the maximum 
coupling of appears at 𝜔0 𝑑⁄ = 0.5. The coupling coefficient of TEM mode attains 89%.  
 
 
The coupling coefficients of PPWG with thin conductive film could be also evaluated in the 
same manner by replacing the expression of electric field of guided mode. In general, Eq. (3.38) 
dictates the THz free- space coupling to all sort of waveguide.  
3.4.2 Transfer function 
As we saw in Chapter.2, it’s the complex time domain electric field that is detected. Then, 
from the first equation of Eq.(3.5), the electric field at z is: 
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Fig. 3.4 Coupling coefficients in x- direction with respect to the ratio between the waist (𝜔0) 
and the plate separation (d). The coupling coefficients are calculated from Eqs (3.51) and (3.52) 
 
 𝑒−𝑖𝜔𝑡E(𝑥, 𝑦, 𝑧, 𝜔) = 𝐸(𝑥, 𝑦, 0, 𝜔)𝑒𝑖𝛾(𝜔)−𝑖𝜔𝑡 . (3.53) 





































If the input electric field is the incoming THz beam, from the field expansion in Eq.(3.49), 
the transfer function of the empty PPWG is: 
where 𝑡𝑊𝐺,𝑚(𝜔) is the equivalent Fresnel coefficients of PPWG mode and 𝐶𝑊𝐺,𝑚(𝜔) is the 
coupling coefficient of mode m to the incoming beam. 𝛾𝑚(𝜔)  is the complex propagation 
constant of the mode m indicating the dispersion and the attenuation. 
Similarly, the transfer function for a PPWG with ultrathin film is: 
From the above equation, we can define the relative transfer function which relates an empty 
waveguide to the waveguide with thin film: 
Either Eq. (3.56) or (3.57) can be chosen to compute the propagation constant. However, for 
experimental convenience, Eq (3.57) will be used. 
3.5 PARAMETERS EXTRACTION  
In the preceding sections has been described the main theoretical framework about the 
characterization of thin conductive films inserted in PPWG. The main purpose of the work is 
nevertheless to extract the optical parameters of the materials. In this section, we attempt to 
construct a standard parameters extraction for ultrathin conductive films in the frame of THz 
spectroscopy. 
We have seen that for ultrathin conductive layers, the optical parameters are mainly the sheet 
conductivity. So the first task to conduct is modelling the conductivity of the analyzed samples. 
That model depends on sample and can be completely different from one to another. But for now, 
let’s assume that the complex conductivity depends on physical parameters constant pi (i = 1, 2…) 
such that: 
 𝐸out(𝜔) = 𝐻(𝜔)𝐸input(𝜔). (3.54) 




















where pi are the unknown and can be plasma frequency, time scattering, etc. Here, we assume 
that the thickness of the film is already known. 
The first step in the extraction process is to obtain the experimental complex value of relative 
transmission similar to that of conventional THz-TDS (Eq. (2.2)). The reference signal is obtained 
from the empty PPWG and the sample signal from the PPWG with thin film. TM and TE mode 
analysis is separated since in the experiment TM and TE mode can be excited independently. This 
experimental result is compared to the theoretical relative transmission Eq.(3.57). The 
optimization minimizes the difference of both transmission: 
Therefore, given the initial value pi (0) of the free parameters pi, we can calculate the 
complex propagation constant via Eq. (3.27) for TEM mode and via Eqs. (3.44) - (3.45) TM and 
TE modes, respectively. The transcendental equations have infinite discrete solutions (modes) but 
the expressions presented in section 3.3 do not reveal that multiplicity of solution. It is convenient 
to convert the dispersion equations Eq. (3.44) - (3.45) to the following iterative forms [18]: 
The expression above is much stable and convenient to implement in numerical computation. 
For TEM mode, a built-in algorithm as “fsolve” function type in Matlab software is used to find 
the propagation constant. This built - in function solves non-linear problem and is well adapted 
for Eq. (3.27). The propagation constant for empty waveguide is calculated by means of Eq. (3.17) 
with 𝛾TEM = 𝜔√𝜖𝜇. 
Once the complex propagation constant of the mode m (either TM or TE modes) of empty 
PPWG and PPWG with thin film are found, 𝑡WG+film,n(𝜔) and 𝑡WG,m(𝜔) are computed via Eq. 
(3.14). Then, the last terms left in 𝑇Theory(𝜔)  are the coupling coefficient 𝐶WG+film,n(𝜔) 
 




=∑ ||𝑇Theory(𝜔)| − |𝑇experiment(𝜔)||
MODE
𝜔
+ |arg (𝑇Theory(𝜔)) − arg (𝑇experiment(𝜔))| . 
(3.59) 
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and  𝐶WG,m(𝜔). The incoming THz beam is approximated by Eq. (3.50) with the frequency 
depend beam waist radius [14]: 
where 𝜆THz is the wavelength of THz incident beam and F is F-number of the focusing optics 
before the waveguide. The F-number parameters depends on the arrangement of optical system 
that we will discuss in detail in chapter 4. 
The generalized form of the coupling coefficients takes the form: 
with 𝐸inc is the normalized electric field of the incident field and 𝐸Mode is the normalized electric 
field of the mode for TM or TE mode in the empty PPWG or in the PPWG with thin film. S is the 
cross section of the waveguide. The coupling coefficients for empty PPWG are calculated from 
Eq. (3.51) - (3.52) . The normalized transverse electric fields for PPWG with thin films are derived 
from Eq. (3.41) for TM mode and similar expression for TE mode, so that: 
Now that all parameters of 𝑇Theory(𝜔) can be evaluated, the optimization is made through 
the free parameters pi. Additionally, in some case that will be described later, the waist of the 
incoming beam cannot be estimated accurately since it is frequency dependent parameters, so 𝜔0 
can be accounted as free parameters. 
Fig. 3.5 summarizes the flowchart of the parameters extraction algorithms. The 




























Fig. 3.5 Flowchart of Parameter extraction algorithm. The Program code for computation 
are written in MATLAB using Global optimization toolbox. 
 
3.6 CONCLUSION 
In this chapter, we have developed the theoretical framework of ultrathin conductive film 
located halfway between the plates of PPWG. Starting from the classical PPWG theory, we 
derived the dispersion equations, in case of ultrathin conductive film loading symmetrically the 
waveguide for transverse magnetic and transverse electric mode [14]. These dispersion equations 
will be used to compute the electromagnetic properties of the samples under investigation by 
means of the sheet conductivity 𝜎S. 
In case of antisymmetric of longitudinal electric field Ez profile, the derived dispersion equation 
was expressed by Eq. (3.30): 
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where  is the skin depth, t is the conductive film thickness and 𝜎C is the conductivity of the 
materials. When the thickness is far below the skin depth (t  ) or the thin film is highly 
conductive (𝜎C ), the dispersion equation Eq. (3.30) becomes the equation for the fundamental 
TEM mode of empty PPWG. In other words, the contribution of thin film to the propagation of 
the antisymmetric mode is nearly negligible. 
In the case of symmetric electric field component which is parallel to the thin film surface 
plane (Ez and Ey for TM and TE mode, respectively), we transformed the boundary value problem 
to homogeneous equations by introducing into the Maxwell’s equations the Dirac distribution  
(x) as the singularity representing the ultrathin conductive layer. From that, we derived the 
dispersions equations for higher order TM and TE modes by Eqs. (3.44) and (3.45): 
In THz-PPWG-TDS experiment, the time domain data collected can be converted in a 
straightforward manner to frequency – dependent transmission amplitude and transmission phase 
by numerical Fast Fourier Transform algorithm. The amplitude and the phase are related to the 
complex -valued THz wave propagation constant 𝛾, and thus related to the sheet conductivity. 
The evaluation of the transmission is relatively simple when single mode propagation (TM or TE 
mode) is realized. In previous work relating to PPWG in THz range (for example in [6]), one 
always consider the single mode propagation using TEM mode. Here, we have extended the 
analysis to multimode propagation of the TM and additionally TE modes in Eq. (3.57) [14]. Then, 
we developed a generalized optimization algorithm to extract the electromagnetic parameters. In 
the process, the free parameters are mainly the physical constants in the chosen conductivity 
model of the samples prototype. The number of propagating modes can be adjusted during the 
optimization, either for the reference signal (for example THz transmitted through PPWG with 
only dielectric substrates) or for the sample signal (THz transmitted through PPWG with ultrathin 
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Chapter 4. CONSTRUCTION OF EXPERIMENTAL 
SYSTEM FOR TERAHERTZ 
PARALLEL PLATE WAVEGUIDE– 




Nowadays, commercial conventional THz-TDS systems are widely available and their 
performance rapidly increases. The experimental techniques of THz-TDS attains certain degree 
of maturity due to numerous research in this field. However, the principles of the technique 
remains relatively the same since its first realization[1, 2] .The most used THz-TDS techniques 
is transmission type in which the THz beam probes the sample by traveling through it. The setup 
is based on THz emitter, THz detector and an arrangement of optical system for free space 
coupling to the sample.  
THz generation and detection can be done by different methods associated with different 
physical mechanism. Amidst these approaches, generation and detection of THz by 
photoconductive (PC) sources [3] and generation by semiconductor surfaces are included [4]. In 
a standard THz TDS setup, PC antennas generate and detect coherently the pulse signal. However, 
the THz pulse is polarized with PC antenna while the excitation of TM and TE modes requires 
different polarization of the incoming beam. Therefore, we use semiconductor surfaces of indium 
arsenide (InAs) for generation of THz radiation and photoconductive antenna of low temperature 
grown gallium arsenide (LT-GaAs) for detection. The optical system inherits from the 
combination of millimeter-wave and optical wave techniques. For example, parabolic mirrors and 
lenses are used to shape the THz beam. Parabolic mirrors are largely employed in millimeter wave 
while lenses are more utilized in visible optics. Here, we will make use of parabolic mirrors and 
silicon lens to collimate and to focus the THz beam in and out of the waveguide and also into the 
detector.  
The outline of this chapter is as follows: section 2 describes the THz emitter employed in 
the setup. Then section 3 explains the THz detection mechanism with PC antenna. Section 4 
provides the detail of the quasi-optical coupling arrangement. Section 5 gives a description of the 
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PPWG and the process of experimental data recording. The last section concludes this chapter by 
summarizing the experimental setup used in this work. 
4.2 THZ EMISSION 
The principles of THz emission from semiconductor surface is based on photoexcitation of 
carriers by ultrafast optical pulses [5]. When bulk semiconductors surfaces are excited by 
ultrashort laser pulses, two mechanisms govern the THz generation: nonlinear process or optical 
rectification and the ultrafast charge transport or ultrafast surface surge-current [6, 7]. The 
generation of THz pulses originating from the latter optical process includes surface-depletion 
field and the photo-Dember mechanism. Here, the nonlinear effects are not significant for the 
crystal orientation of the emitter such that the dominant mechanism is from surge current.  
A mode-locked femtosecond laser Mai tai (Spectra Physics, Ti: sapphire laser) delivers a 
near infrared optical pulses at a wavelength of 800 nm and a repetition rate of 80MHz. The pulse 
width of the laser is less than 80 fs with a maximum power of 2W. The laser with a power about 
90mW is focused on the surface of holes doped (p-type) indium arsenide (InAs) wafer. The 
penetration depth of the excitation pulse is relatively small (hundreds of nanometers at 800 nm) 
leading to a large excess of energy of the excited carriers. It is well known that in this situation, 
the main relevant mechanism for THz generation in narrow-band gap semiconductors is the 
photo-Dember effect [8]. Fig. 4.1 illustrates the THz-wave generation mechanism near the surface 
narrow band semiconductor. The photo-Dember field is primarily due to the difference of 
diffusion of photoexcited carriers into the bulk semiconductor. The difference between the 
diffusion of electrons and holes in a typical semiconductor create a current or voltage. The 
orientation of the dipole is normal to the surface of the semiconductors. From the classical 
definition, the diffuse currents of electron and holes can be expressed as follow [8]: 
where e is the electron charge, n and p are the concentration of photogenerated electrons and holes. 
De and Dh are the diffusion coefficient defined by the Einstein relation 𝐷 = 𝑘B𝑇𝜇 𝑒⁄  where 𝑘B, 𝑇 
and 𝜇 are the Boltzmann constant, the temperature and the carriers mobility, respectively. Since 
the mobility of electrons are much larger than the mobility of the holes, the diffuse currents of the 
holes can be neglected. Furthermore, the photo Dember current has a fixed direction and then the 
polarity of the THz pulses emitted does not depend on the type of doping. The electric field 












In order to out-couple the generated THz to free space, the InAs emitter is rotated 45 with 
respect to the laser beam axis. Fig. 4.2 shows a typical time domain pulse of THz wave generated 
by p-type InAs detected in the far field. We can monitor the strength of the electric field by 
changing the power of the excitation laser. To that purpose, a variable neutral density filter is 
placed before the emitter. The maximum power available for the laser pump pulse is around 








Fig. 4.1 Schematic of photo Dember effect near the interface between airs – InAs. Carriers are 
excited near the surface, inducing a diffusion current that is responsible for THz generation. 
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4.3 THZ DETECTION 
The detection of THz radiation is realized by low-temperature grown gallium arsenide (LT-
GaAs) photoconductive antenna (PCA). LT-GaAs is usually chosen for the THz detection because 
of it has a short carrier lifetime (0.3 ps), relative high resistivity (106 cm) and relative high 
mobility (>150 cm2/(Vs)) [4].. Fig. 4.3 show the design of LT-GaAs used in the experimental 
setup. The PCA structure consists of an electrode antenna structure on a LT-GaAs. The substrate 
(semi-insulating GaAs: SI-GaAs) and a silicon lens are coupled to focus the THz wave. The 
electrodes are fabricated in the back of the substrate and are made of gold coplanar line and dipole 
antenna. The gap between the dipole antennas is about 5 m. The whole structure is fixed behind 
a hyperhemispherical silicon lens. The refractive indices of silicon and GaAs are quite similar 
(~3.42) [9] such that the arrangement minimize the reflection. The shape of the silicon lens 
decreases the Gaussicity of the beam and increases the sidelobes [10].  
The same ultrashort laser from Ti: sapphire illuminates the gap between the dipole with a 
power about 5.5mW. This laser is optically chopped at 2 kHz for synchronous detection and in 
order to eliminate background noise. The optical probe beam excites carriers which have 
generally a lifetime shorter than the THz pulse. When the gap is not illuminated by the laser, there 
is no current flowing down the transmission line of the antenna. When the laser illuminates the 
gap, the resistance of LT-GaAs decreases to a minimum resistance. Therefore, when the THz 
radiations arrive to the detector, the excited carriers are driven by the THz electric field. The 
photocurrents are proportional to the magnitude of the THz electric field and can be amplified by 
an external low-noise current amplifier. This current amplifier is subsequently coupled to a lock-
in amplifier which is locked to the frequency of the chopper. It should be noticed that the receiver 
detect only the THz electric field with a polarization perpendicular to the gap.  
 
Fig. 4.3 Schematic of dipole-type photoconductive switch for THz receiver. The detector is 
gated by the same femtosecond laser for the source. The silicon lens focus the THz beam which 
drives the transient current and subsequently amplified. 
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The Fig. of merit of our detector can be determined by two factors. The first is the frequency 
bandwidth that can be detected and the second is the signal to noise ratio. The overall performance 
of the experimental setup depends mainly on the detector. For example, Fourier transform of the 
pulse in Fig. 4.1 gives the spectrum in Fig. 4.4. It is shown that the bandwidth can reach 3.6 THz 
with the system purged with nitrogen atmosphere. We have about 3 order-of-magnitude SNR at 
the frequency peak of the spectrum.  
4.4 FREE SPACE QUASI OPTICAL TECHNIQUE 
4.4.1 Parabolic mirrors 
In THz-TDS, the most used focusing elements to couple the emitted wave to the free space 
and to focus it to the detector are off-axis parabolic mirrors. When the samples under analysis are 
big enough such that small focused beam is not required, only two parabolic mirrors are employed. 
A first parabolic mirror is to collimate the beam and a second parabolic mirror is focus the beam 
to the detector. Therefore, the sample can be placed between those two mirrors. When the 
available samples are small enough, four parabolic mirrors can be combined or alternatively, 
parabolic mirrors and THz lenses can be utilized. Here, since the PPWG plate separation is about 
1 mm (~3𝜆1THz), a small incoming beam spot is required in order to efficiently couple the THz 
wave to PPWG.  
In chapter.3, we have already assumed that the THz wave has a spatial Gaussian profile [11]. 
To take account of diffractions, beam coupling, beam truncation and other effects of complex 
optical system, higher order beam modes solution should be considered. However, in most of 
THz-TDS system, the approximation of simple Gaussian profile is sufficient. Then, suppose that 
 
Fig. 4.4 Fourier transform of the THz pulse in Fig. 4.2 detected by PC antenna. The 
measurement was under nitrogen atmosphere. The spectrum amplitude is in log scale. 
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a THz Gaussian beam with waist 𝜔0,1 located at a distance L1 is transformed by a thin lens (or 
any focusing elements) with a focal length f1 to a beam with waist 𝜔0,2at distance L2 after the lens 
(Fig. 4.5). The transformation matrix associated with the system is [12]: 
The matrix Eq. (4.3) transforms the Gaussian beam and gives the beam waist and the location in 
the region after the lens: 
where 𝑧𝑐 = 𝜋𝜔0,1 𝜆THz⁄  is called the confocal distance. Therefore, for a beam source situated at 
L1 = f1, the output beam with a waist 𝜔0,2 = 𝑓1𝜆THz 𝜋𝜔0,1⁄  is located at distance L2 = f1.  
For a collimated beam of radius with a radius equal the radius of a parabolic mirror of focal 
length f1 and diameter section D, the output beam spot radius is: 
which is the same as Eq. (3.62) where 𝐹 = 𝑓1 𝐷⁄  is the F-number of the parabolic mirror. 
Therefore, in order to obtain a small focused beam spot, a focusing element with small F-number 
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Fig. 4.5 Beam transformation by an optical system. 
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During the realization of this work, we have fabricated almost similar systems based exactly 
on the same principle. The difference between the first and the second experimental setup is only 
the focal length of the focusing parabolic mirrors before and after the PPWG. For example, Fig. 
4.6 shows the four parabolic mirrors arrangement in the second experimental setup. All parabolic 
mirrors have a diameters of 50.8 mm. The first and the last parabolic mirrors have a focal length 
𝑓1 = 𝑓4=50.8 mm. The first parabolic mirror collimates the beam from the InAs emitter. The 
emitter is placed at the focal point of the mirror so as to provide a collimated beam with nearly 
constant radius. This beam is focused by the second parabolic mirror with a focal length 𝑓2 = 
152.4 mm. Then the F-number of the second mirror is 3. At the lower frequency of the spectrum, 
for example 𝑓 = 0.1 THz, the focused beam spot radius is 5.7 mm which is quite large compared 
to 1 mm plate separation of the PPWG. A third parabolic mirror which has the same characteristics 
as the second one collimates again the beam to the last mirror. The latter one serves to focus the 
THz radiation to the detector which is set at the focal point. 
For the first experimental system, 𝑓2 = 𝑓3 = 76.2 mm and we can apply the above analysis 
to calculate the Rayleigh range or the F – number, etc. This first setup has been used for gold 
ultrathin film and the second setup has been used for the remaining applications. 
It should be noticed that, in practice, the most challenging in setting up a THz-TDS system 
is the alignment of the optical system. An optimized experimental system is a well – aligned 
system. Since THz is not a visible light, the reflected laser form the surface of the InAs is usually 
served for a primary alignment. The fine adjustment is done with three dimensional micrometer 
precision mechanical stage.  
 
 
Fig. 4.6 Four parabolic mirror system used in this work. P1 collects the generated THz and P4 
focuses it to the receiver. P2 and P3 are used to focus the beam into and out of the PPWG. The 
translation stage in the center is for the PPWG. 
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4.4.2 Wire grid polarizer 
We have seen that the electric field of TM and TE mode of PPWG has different orientation 
with respect to the plates of the waveguide. The polarization direction of the electric field of the 
fundamental TEM mode is oriented perpendicular to the PPWG plates while that of the 
fundamental TE1 mode is oriented parallel to the waveguide plates. Different electric field 
polarization is required to excite either TM mode or TE mode. However, the LT-GaAs antenna 
detects only one polarization which is determined by its dipole antenna orientation. In 
consequence, we should polarize the THz beam before the waveguide and also transform the 
beam polarization out of the waveguide. To that purpose, we use THz wire grid polarizers which 
have a high transmittance in THz range. 
As indicated below, the polarization of the excitation beam is controlled by a wire grid W.G1 
which is placed directly after the second parabolic mirror. This polarizer is set on a rotating optical 
mount. For the detection, two polarizers W.G2-W.G3 are mounted together before the detector. 
The orientation of the one right-before the detector (W.G3) is fixed parallel to the polarization 
detected by the antenna. The polarizer P2 is rotated at an angle 45 with respect to the orientation 
of W.G3. To further understand the mechanism of detection of two different polarization of 
electric field, Jones matrix train is applied to the polarizers system W.G2-W.G3.  
Therefore, when only TM mode is excited, half of the magnitude of the actual electric field is 
detected and the same fact occurs for TE mode. 
4.5 PARALLEL PLATE WAVEGUIDE AND SIGNAL RECORDING PROCESS 
The PPWG is made of two blocks of aluminum with same dimensions. The width, length 
and thickness of the waveguide are 30 mm, 10 mm and 15 mm respectively. The inside face of 
waveguide is hand polished with 320 grit sandpapers. Then, the aluminum surfaces are coated 
with tens nanometer of titanium and subsequently coated with gold of about 200 nm thickness. 
The coating plays two roles: to avoid roughness and to increase the conductivity of plates.  
In this work, substrates are used to simultaneously fill the space between the plates of PPWG 
and to support the thin conductive films. Then, the thickness of the substrates determines the plate 
separation. Actually, two substrates of 0.5 mm thickness, 30 mm width and 10 mm length are 
employed. The ultrathin conductive films are always deposited onto half width (15 mm) of one 
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of the substrate surface. This substrate with half side coated by the samples is first set on the top 
of the bottom waveguide. Another bare substrate is next placed on top of the half coated substrate. 
Finally, we put the top plates of the waveguide. A small sample holder is fabricated to align 
substrates to the waveguide plates (Fig. 4.7). The whole waveguide system is mounted on 
mechanical stage and placed at the center of the second parabolic and third parabolic mirror. The 
mechanical stage can be automatically handled outside the THz-PPWG-TDS system.  
Since half of the waveguide contains conductive film located between the plate and half-
filled solely with substrate, we can set the reference signal and the sample signal. The reference 
signals are the THz pulses transmitted through PPWG with substrate. The sample signals are the 
THz pulses transmitted through PPWG with thin films on substrate. The setting we have just 
described above greatly facilitates the recording of the reference and the sample signals. We first 
record a number of THz pulses from the reference side. After that, the waveguide is moved 
perpendicularly with respect to the beam propagation direction. Then, a number of THz pulses 
are recorded from the sample side.  
The alignment of the PPWG is different for TM and TE modes. We have seen in chapter 3 
that the maximum of coupling coefficients are different for the fundamental TM and TE modes. 
The goal of the alignment is to maximize the coupling of free space THz beam to the fundamental 
mode. It is preferable to avoid higher propagation modes to simplify the analysis. However, the 
beam spot in the input face of waveguide is quite large and especially frequency dependent. In 
particular, the presence of thin film inside PPWG can induce higher modes propagation in TM 
and TE modes. Therefore, for each measurement, we polarize first the beam to excite the desired 
mode (TM or TE mode) and align the waveguide accordingly. The alignment is performed by 




Fig. 4.7 the Parallel plate waveguide employed in this work. The internal faces are coated by 
gold. In the left side is shown the bottom plate with a homemade samples holder. 
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Fig. 4.8 shows the main part of the experimental THz-PPWG-TDS. The emitters and the 
detectors as well as the optical parts for the laser beam path are not represented here. The operation 
of THz-PPWG-TDS is the same as that of standard transmission THz-TDS. We conclude this 
chapter by summarizing the overall setup of THz-PPWG-TDS system. 
The femtosecond laser is split to a ratio of 80:20 for the emitter and the detector. The 80% 
beam for emitter is chopped and focused at the InAs semiconductor surface. The weaker laser 
beam is steered to a mechanical delay stage line and subsequently focused on the dipole antenna 
via optical lenses. The optical path lengths of the split laser is adjusted to have the same value at 
the detector position. The delay stage is controlled automatically by a computer and enables to 
sample the THz pulse for the signal recording. The emitted THz is collimated, polarized and 
focused onto the input face of the PPWG. After traveling through the waveguide, this output THz 
beam is collimated, polarized and focused to the detector. The detected current is amplified and 
sent to a lock-in amplifier which is phase locked to the chopper frequency for the synchronous 
detection. The electronic detection system and the delay stage controller is synchronized by a 
LabVIEW computer program. The mechanical stage for waveguide is manually controlled. The 
THz-PPWG-TDS system is encased inside an acrylic box and purged with nitrogen to minimize 
the noise due to the water vapor absorption.  
 
 





In this chapter, I have presented the experimental setup employed during this work. First, I 
fabricated a home-made standard transmission-type THz TDS system [13]. The system was 
manually mounted from the start to the end at our laboratory. Detailed description of the main 
component in the experimental setup have been outlined. These includes a p-type InAs THz 
emitter and an LT – GaAs dipole antenna receiver. The LT – GaAs was manufactured in our 
laboratory while the emitter was commercially available. The choice of InAs emitter was imposed 
by the constraint of THz input beam polarization before the waveguide. In fact, we have control 
the polarization of the input beam to excite TM or TE modes of the waveguide, respectively. I 
also designed a combination of wire grid polarizer to detect horizontal and vertical polarization 
of the electric field. The free space beam shaping consists of four parabolic mirrors as shown Fig. 
4.6. Then, I designed a PPWG which is mounted on a moving stage. This configuration simplifies 
the measurements for reference (THz transmitted through waveguide without thin conductive 
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5.1 GENERAL INTRODUCTION 
This chapter illustrates the applicability of the present method and also shows its limitations. 
Firstly, we analyze a series of gold ultrathin films having different thickness and compare their 
TM and TE mode responses. The second target is to demonstrate the effectiveness of this system 
by investigating on the electronic properties of graphene which is an atomic-thick layer of 
materials. We present the Fig.-of-merit of the PPWG approach and also compare the results to 
those obtained with the conventional THz-TDS. The results obtained for graphene clearly show 
that the waveguide system is a powerful tool to study the electromagnetic properties of two-
dimensional conductive materials. The last application is different from the above work since here, 
we investigate on the magnetic response of metamaterials. In this study, we compare the 
performance of both normal incidence THz-TDS and THz-PPWG-TDS. In addition, simulation 
is performed to complete the analysis of the interaction between THz wave and metamaterials 
and to emphasize the advantages of the PPWG method. 
Experimental methods of the samples growth are first described. Then the experimental 
results are shown. Next, the theoretical framework of the conductivity model are treated and is 
followed by the experimental data analysis. The last sub-sections are for discussions and 
interpretations of the data. 
5.2 GOLD NANOSTRUCTURES 
5.2.1 Introduction 
Electromagnetic properties of ultrathin metallic films have long been investigated in 
spectroscopy due to their intriguing behavior in contrast to their bulk counterpart [1]. In a classical 
point of view, optical property of metallic layer is determined by its skin depth  which is the 
characteristic decay length of the applied electromagnetic field [2]. The value of skin depth is 
usually calculated with the bulk DC conductivity [3]. For example, given the value of DC 
conductivity of gold in [3], the calculated skin depth at 1THz and at room temperature is about 
75 nm. However, this value has been contrasted by Laman et al [4] since the DC conductivity of 
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gold layer (thickness of 85 nm and 150 nm) reported in their THz spectroscopic work is less than 
the handbook value and moreover thickness – dependent. This discrepancy is more relevant with 
ultrathin gold layer when the thickness of the films become far less than the skin depth and also 
the operating THz wavelength (t << 𝜆THz, ) [5]. 
The most convenient method to fabricate thin metallic film is thermal evaporation or 
sputtering deposition to an insulating substrate. At the beginning of deposition process, gold 
clusters of random shape and nanometer size are formed. As the quantity of deposited gold 
increases, the irregular metallic islands start to coalesce resulting to a formation of semi 
continuous film on the substrate. The isolated islands transit to continuous network creating a 
continuous path for the electrons. At the end of the process, the metallic layer covers the substrate 
and become a quasi-uniform film with few irregularity [6]. Therefore, it is obvious that the 
properties of the thin film depends on the density of islands or the average thickness of metallic 
films deposited on the substrate. At certain critical value of thickness, the film becomes 
conductive. On the other hand, when the thickness is less than this critical value, the film is 
insulating. The insulator-metal transition (IMT) phenomenon occurs at this critical value which 
can be explained by percolation theory [7]. 
The anomalous electromagnetic properties of metallic films at the IMT thickness have been 
reported in the past [8] in infrared and far infrared region. Percolation theory have been used to 
explain the optical behavior of these near-percolating films. In fact, the threshold is characterized 
by a parameter pc which can be the critical value of the metallic filling or the surface coverage p 
of metal clusters. When p < pc, the composite material (substrate and metallic films) remains 
dielectric and when p > pc, the composite becomes metallic. The DC conductivity 𝜎DC of the 
structure is expressed in power-law function as 𝜎DC ∝ |(𝑝 − 𝑝𝑐)/𝑝𝑐|
r while 𝜎DC is zero below pc 
[9]. For 2D system, the value of r is nearly equal to 1.3 [9]. The DC dielectric constant 𝜖DC can 
be also expressed in a similar fashion and which diverges at p = pc: 𝜖DC ∝ |(𝑝 − 𝑝𝑐)/𝑝𝑐|
−𝑠 where 
s  1.3 for 2D films.  
In far infrared regime, the IMT thickness for gold is about tens of nanometers [8] which is 
comparable with the characteristic transport length L (𝜔) = (D/𝜔) 0.5 in diffuse regime [7]. Also, 
it has been shown that one can probe the effects of the grain size of gold nanostructures to the 
carrier dynamics in the THz regime [10]. By using conventional THz-TDS to measure the optical 
gold conductivity, Walther et al. reported that the value of IMT thickness is at pc  6.4 nm [10]. 
Thus gold nanostructures are appropriate materials to demonstrate the applicability of our THz-
PPWG-TDS system in which the interaction of electromagnetic field differs from that of 




Using a series of thin gold films exhibiting a thickness-dependent metal-insulator transition, 
we investigate the sensitivity of our approach, and apply the formalism for extracting quantitative 
dielectric parameters of the thin film from our measurements. These dielectric parameters are 
expected to reveal the nanoscopic properties of the film relating the carrier transport dynamics 
and the thickness of the ultrathin gold film. Our sample is located at a maximum of the electric 
field, which optimizes the interaction between the electromagnetic wave and the samples either 
in the excited odd TE modes (TE1, TE3, TE5,…) or even TM mode (TEM, TM2, TM4). The 
responses of the thin films will be analyzed with respect to the configuration of electric and 
magnetic field of the THz wave propagating down the PPWG. 
This section is outlined as follow: the first sub section describes the gold thin samples 
preparation by sputtering method. The gold thin films with four different thicknesses are analyzed 
here: 1 nm, 4 nm, 8 nm, and 180 nm-thick. The next subsection shows the images of the surface 
morphology of the thin films with atomic force microscopy (AFM). Then, the experimental data 
obtained by THz-PPWG-TDS will be presented. We firstly analyze the results in the classical 
Drude theoretical framework and fit the data accordingly. We extend this analysis to generalized 
Drude – Smith model for the gold thickness at 4 nm. In the last sub-section, we compare our 
approach to the conventional transmission type THz-TDS. 
5.2.2 Samples preparation 
Gold nanostructure is deposited onto magnesium oxide substrates (MgO (100)). The 
substrates were supplied by CrysTec Company and polished on both side. The surface dimension 
of the MgO substrates are the same as the PPWG: 30 mm (width)  10 mm (length)  0.5 mm 
(thickness). The surface of the MgO were observed using AFM and the obtained surface 
properties are summarized in Table 5.1. We also measure the refractive index and the extinction 
coefficient of MgO by conventional transmission THz TDS. In the range of 0.1 to 2.2 THz, the 
refractive index is nearly frequency-independent and has a value of 3.15  0.05 (cf. Fig. 2.1 of 
chapter 2). Furthermore, THz absorption of MgO is negligible in this spectral range. 
 
 
Table 5.1 Specific values of surface roughness of MgO measured by atomic force microscopy. 
The measurement area is (1 m  1 m) with a later control resolution of 0.1 nm. Ra is the average 




Ra RMS P-V 
Value  <0.5 nm <0.8 nm <3.5 nm 




The sputtering was performed with our laboratory sputtering machine. One sample was 
fabricated for each sputtering operation. Before the sputtering operation, half of the MgO (15 mm 
in width) was covered by a metallic sheet mask to avoid deposition of gold thin films in this side. 
Then the substrate was placed on a rotating sample holder in order to deposit homogeneous films 
over the surface. The deposition condition was performed under ultrahigh vacuum. We controlled 
the thickness of the gold layer by following the trend of Fig. 5.1 . Three samples of thickness of 
1 nm, 4 nm and 8 nm were sputtered with deposition rate of 4 nm/min (black solid line with square 
black dots). The sputtering power was about 20 W. One gold sample with thickness of 180 nm 
was prepared with deposition rate of 18 nm/min. It was more convenient to control the thickness 
of the film at lower deposition rate, however deposition of gold with the power less than 20 W 
was not stable in our case.  
5.2.3 Atomic force microscopy characterization 
After each deposition process, the AFM images of the gold structure were taken with MFP 
3D Asylum Research AFM instrument. The condition of the operation was under ambient air in 
tapping mode. The cantilevers used in the imaging process have a spring constant of  42N/m and 
a resonant frequency of  300 kHz. The technique of AC mode imaging is nondestructive and 
allows to image an area up to 90 m  90 m. For comparison, Fig. 5.2 shows the surface 
morphology of gold nanostructures for 4 nm, 8 nm and 180 nm – thick, respectively. The images 
size are 500 nm  500 nm. From the image of gold film with the thickness of 180 nm in Fig. 
 
Fig. 5.1 Gold thickness growth in function of sputtering time. The legends inside the figure 
indicate the sputtering power. The solid lines which connect the triangles, circles and squares 
are the linear fitting of the deposition rate. The green, red and black solid lines indicate 
approximated deposition rates of 18 nm/min, 9 nm/min and 4 nm/min, respectively.  


























5.2(c), the formation of big sized particles grain can be seen. At the thickness of 8 nm in Fig. 
5.2(b), the size of the gold particles decreases but still connected together with the presence of 
some voids. Then, we would expect a conductive film in this case. For gold thin film with 
thickness of 4 nm, the presence of grain particle is not so evident in the AFM image but some 
clear network path can be seen.  
Fig. 5.3 indicates the cross section and the image of gold sample with thickness of 4 nm. The 
profile curve is extracted from surface covered by gold to surface without gold (black line drawn 
in the Fig. inset). Here, the length of the line which measures the thickness difference is about 60 
m. The “bump” observed on the curve is due to the cover edge used during the fabrication 
process, which indicates the surface transition from the non – coated to gold coated surface. 
 
Fig. 5.2 AFM characterization of gold nanostructure surface morphology. The scan was done for 
an area 500 nm x 500 nm. 
 
(a) – [Au ~ 4 nm] (b) – [Au ~ 8 nm] (c) – [Au ~ 180 nm] 
   
 
Fig. 5.3 Thickness measurement of 4 nm – thick gold using AFM. h is the thickness and w is 
the scan width. 
 














 w (um) 
w = 60m
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5.2.4 Experimental results in THz-PPWG-TDS 
Firstly, we summarize the experimental procedures for measurement of ultrathin gold films 
response with the first experimental system we have discussed in chapter 4. Two MgO substrates 
are inserted in the waveguide which is composed of two flat aluminum plates with 1 mm plate 
separation, 10 mm length and 30 mm width. Halves of the bottom substrates are coated by gold 
films and the top substrate is a bare clean MgO. The PPWG is mounted on a stage manually 
controlled to scan the entire width of the waveguide. The reference pulses (through a waveguide 
containing only two MgO plates) and sample signals (through a waveguide containing a thin gold 
film between two MgO plates) pulses are recorded at five different locations each with 1024 data 
points. The measurement time is 40.92 ps which gives a frequency resolution of 0.0244 THz. 
Fig. 5.4 show the averaged THz pulses reference and THz pulses sample for gold 180 nm in 
TM (left) and TE mode. After Fourier transforming the time domain data, we obtain the frequency 
domain response of the samples. The time domain pulses as well as the spectra are averaged over 
five data recorded for each sides (5 for reference and 5 for samples). The error bars indicate the 
standard deviation. The experimental misalignment effect between successive locations where the 
signals were recorded are taken into account in the errors bars. In this work, the misalignment of 
the waveguide is the main factor of the error which limits the signal to noise ratio of the system. 
In other words, if the THz response of the ultrathin film gold are situated within the error bars in 
the spectrum, the dielectric parameters cannot be retrieved. As mentioned in previous chapter, 
this fact is the main limitation of the developed system.  
Fig. 5.5 indicate the experimental Fourier transform of the reference (for both TE and TM 
mode excitation) along with the THz spectra of the sample waveforms at thicknesses 1 nm, 4 nm, 
and 8 nm. In both cases, the spectrum of reference and sample almost overlap at 1 nm film 
thickness. This indicates that at 1 nm thickness, the gold thin film behaves like an insulator, and 
is indistinguishable from MgO response in both configurations. However, as the thickness of the 
gold film increases, the sample spectra get smaller, indicating the evolution of the dielectric 
properties of the gold film with increasing thickness. 
Since we already had all the experimental data required for the parameters extraction, the 







Fig. 5.4 Average of transmitted THz pulses of references and samples for gold sample at 
thickness of 180 nm. The measurement are performed in TM and TE modes. The spectra are 
associated with the error bars which are the standard deviation between five recorded for the 
reference and for the sample, respectively. The axis of the time delay is shorten to 20 ps to 
emphasize the difference between the reference and the sample signals.  
 
Fig. 5.5 THz spectra of the reference and the gold samples of thickness of 1 nm, 4 nm and 8- 
nm in (a) TM and (b) TE modes. 
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5.2.5 Drude model and parameters extraction 
The Drude model is a classical description of carrier response in a solid within the framework 
of charge transport dynamic in diffuse regime. This model have long been applied for several type 
of solid state systems and have produced a good agreement with the experimental data. In THz 
frequency region, most of metal or meta-like systems can be described as good conductor which 
satisfy the Drude model approximation [11]. As we investigate on the properties of nanostructure 
metallic films, we start to fit the experimental data within this classical theory. 
In its simplest form, Drude models treat electrons in metal similar to the molecules of a gas 
which move and collide with one another [12]. Charge carriers are assumed to undergo an 
isotropic scattering resulting to a complete randomization of momentum. The main assumption 
of the model is that the relaxation of the system to its equilibrium state is described by an average 
relaxation time 𝜏. Therefore, the average equation of the electron motion for the momentum is 
governed by: 
where p is the average momentum. 
By applying an external time dependent electric field 𝑬ext(𝑡) = Re(𝑬𝟎𝑒
−𝑖𝜔𝑡), the equation 
of motion Eq. (5.1) becomes: 
where 𝑒 is the absolute value of the electronic charge. We are looking for a time varying average 
momentum of the form: 𝒑(𝜔)exp(−𝑖𝜔𝑡). Thus 
If we have a density of charge carrier N with an effective mass 𝑚*, the current density is: 














− 𝑒𝑬ext, (5.2) 



















The quantity (𝑁𝑒2𝜏 𝑚∗⁄ ) is the DC Drude conductivity or the conductivity of the metal at zero 
frequency. From the definition of plasma frequency 𝜔𝑝
2 = 𝑁𝑒2 (𝜖0𝑚
∗)⁄ , the conductivity can be 
rewritten as: 
Therefore, in the parameters extraction Eqs. (3.60) – (3.61), the sheet conductivity is to be 
substituted by 𝜎S = 𝑡𝜎(𝜔). 𝑡 is here the thickness of the film (not to confuse with time) and (𝜔) 
is obtained from Eq.(5.6). Since the gold thicknesses are known, the free – parameters to retrieve 
are the plasma frequency 𝜔p and the scattering time 𝜏. 
In the data fitting, we have replaced the plasma frequency to the reduced plasma frequency 
𝜔p/2𝜋 since the experimental data are directly in function of frequency. The unit of the scattering 
time is set to femtosecond (fs) and the 𝜔p/2𝜋 in THz. We restrict the parameters to be positive. 
For the reduced plasma frequency, we upper limit the value to 𝜔p/2𝜋 = 2500 THz which is a 
higher than the reported value for bulk gold (2080 THz [13]). 
A rough measurement of the THz input beam waist is performed first at the maximum 
electric field during the experiment and the beam is estimated to be around 3 mm. Despite the 
confocal arrangement of the four parabolic mirrors, the high divergence of the generated THz 
beam supposes that the waist is frequency dependent. That affects the estimation of power 
coupling as we have seen in the parameter extraction section of chapter 3. Therefore, the THz 
beam waist in the coupling coefficient equation of Eq. (3.63) is also taken as free parameters and 
computed following the paraxial beam approximation in Gaussian optics (Eq. (3. 62). 
For the following results, the frequency bandwidth over which the optimization is done is 
0.4–1.2 THz. The lower frequency is limited by the PPWG cutoff frequency of the reference, and 
the higher frequency is limited by the PPWG transmission of the reference signal. Since the plate 
separation of the PPWG is 1 mm and the refractive index of the substrate is 3.15, more than 20 
modes can propagate in the waveguide for a cutoff frequency at 1.2 THz. However, only odd TE 
mode (TE1, TE3) and even TM modes (TEM, TM2) can be excited due to the symmetry of the 
overlap integral in the coupling coefficients (Eq. (3.51) – (3.52), Eq. (3.63)). Also, the finite 
conductivity of the aluminum plates in THz range (𝜎Al. =3.5×105 S/cm) decreases the transmission 
of higher order modes. Then, for the reference, we include two waveguide modes (m = 2) in the 
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5.2.6 Fitting results with Drude model and discussion. 
5.2.6.1 Fitting with Drude Model 
Fig. 5.6(a) shows the experimental transmission of the waveguide with 180 nm thick gold 
film, along with the theoretical fitting, in TE mode. The error bars are also calculated in the 
transmission curves. The best value of fitting for the beam waist is at parabolic mirror focal length 
(or alternatively F-number) around 65 mm in TE mode. Variation of the plasma frequency 𝜔p/2𝜋 
between 2000 to 2500 THz yields a similar fit. The scattering time can also change from 10 to 30 
fs without changing the fit appreciably. These Drude parameter means that the gold behaves like 
a bulk solid. 
Transmission data and the corresponding theoretical fit for gold 180 nm in TM mode are 
shown in Fig. 5.6(b). Like in TE mode, the value of the focal length which fits the experimental 
data is 65 mm. This fit is obtained with a value of 𝜔p/2𝜋 between 2000 to 2500 THz and τ in the 
range (10 fs, 50 fs). It should be noted that the same fitting process is applied for TE and TM 
mode with their respective characteristic equations. 
 
Fig. 5.7 shows the theoretical fitting for gold at thicknesses of 8 and 4 nm for TE and TM 
modes. For gold at 8 nm thickness, the values of plasma frequency for the best fitting are around 
the bulk value either in TE or TM mode. Here, we have already fixed the value of the waist to 
that of fitted from the case of gold 180 nm. The conductivity can be described by Drude model 
TE mode fitting. For a 4-nm film thickness, the best fitting values are also completely different 
for TE and TM mode. The scattering time are quasi-similar  for the Drude fitting in TE mode for 
gold 8 nm and 4 nm as shown Fig. 5.7(b) and (d).  
 
Fig. 5.6 Experimental transmission data and the Drude model fitting curves associated for gold 















































To provide a clear physical interpretation of the results, it is worthwhile to examine the 
dispersion equations given by Eqs. (3.44) and (3.45). When the interface conductivity 𝜎S→∞, it 
is easy to see that the dispersion equations reduce to the results for two independent layered 
PPWGs. The perfectly conductive film partitions the waveguide into two isolated waveguides 
with half the plate spacing. The phase-matching condition (unique z-propagation constant) at the 
interface is no longer valid so that the tangential electric fields across the conductive interface are 
not continuous. This leads to decoupled equations for two PPWGs. Then, the total electric field 
detected consists of all possible combinations of excited modes in the lower and upper PPWG, 
superposed. 
In the present work, we can assume that the thickest gold film (t = 180 nm) has the value of 
crystalline bulk conductivity [13]. Accordingly, the thickness of the film is nearly three times the 
 
Fig. 5.7 Experimental transmission data with Drude model fitting curves for gold samples of 8 
nm and 4 nm thickness. The extracted parameters are indicated inside the figures where p and 
 are the plasma frequency and the scattering time, respectively. TM mode transmission and 
Drude model fitting curves for gold samples of (a) 8 nm and (c) 4 nm thickness. TE mode 
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skin depth at 1 THz. In this case, the gold thin film could be approximated as a perfect electric 
conductor and the above mentioned arguments would apply to the data of Fig. 5.6. In TE mode, 
the electric fields of the waveguide containing gold thin film (180 nm) are linear combination of 






(m = 1, 2, 3, …)The dominant mode in each region of the waveguide is also TE1 with theoretical 
cutoff frequency 𝑓c = 0.095 THz. In the fitting process, different gold conductivities near the bulk 
value give the same 𝑓c for the dominant and high-order TE modes. It means that the propagation 
loss is not influenced by the dielectric properties of the gold (which can be considered as perfectly 
conductive) but only by the THz wave coupling into and out of the waveguide. Therefore, the 
only free parameter which determines the fit is the frequency-dependent THz beam waist. The 
value of parabolic mirror focal length extracted for the waist calculation (65 mm) is reasonable 
since the actual focal length of the mirrors in the first experimental setup is 76.2 mm. In particular, 
the optimized distance between the focusing mirror and the waveguide input cross section is 65 
mm and it does not coincide with the actual focal length. Also, three modes of the PPWG with 
the gold thin film are enough to have a good fit (Fig. 5.6) since the higher modes coupling 
coefficients are very small compared to that of the fundamental TE1 mode. 
For the case of TM mode, the presence of a thin metal film extremely perturbs the field 
distribution relative to the PPWG reference. From Fig. 5.7(b), the fitting curve and the 
experimental result do not exactly agree. The first reason is that the power coupling of THz input 
beam to the guided wave of the PPWG with the metallic film is less efficient in TM mode than in 
TE mode. In addition to the fundamental TEM mode, the presence of important ripples in the 
transmission curve suggests that many higher TM modes could be excited. In fact, many higher 
propagating modes induce interferences in the frequency domain data and cause a substantial 
dispersion loss. Therefore, the fitting process cannot satisfy the condition required since we only 
take account of three first higher modes for the sample. We could insert in the analysis model 
more combination of possible mode excited to fit the experimental data, but the increasing number 
of fit parameters renders the analysis less valuable. 
When the thickness of the gold film is extremely small (t <<δ, λ), the waveguide mode of 
the upper and lower halves of the waveguide can couple with each other in a symmetric and 
antisymmetric way. These facts result in hybridization of modes, as described by the dispersion 
equations. Only modes which satisfy the phase-matching condition propagate down the 
waveguide. In addition, as in the PPWG reference, the antisymmetric mode cannot couple with 





Despite the fact that gold film which has a thickness of 8 nm satisfies the above condition (t 
<<δ, λ), TE mode again yields a better fit to the analysis than TM mode. In fact, the dispersion 
equation for TM case is based on the presence of longitudinal Ez field component. In the case of 
thin metallic sample with finite conductivity, the fundamental mode excited is still the TEM mode 
that has essentially a vanishing Ez component. The longitudinal current flowing in the film is very 
small which yields a very low dissipation loss. As a result, the transmission loss is mainly due to 
the free space coupling to the waveguide at the input and output facets, rather than the propagation 
loss due to the thin film. This idea is validated by the similarity of the experimental transmission 
loss for the thin (8 nm) and thick (180 nm) films. 
According to Fig. 5.7, experimental transmission and the TE mode fitting are in good 
agreement with the conductivity parameters from reference [10]. Here, the dominant transverse 
electric fields give two main advantages. First, the distribution of fields remains continuous at the 
film interface. Even though the conductivity of the gold is still high, a strong coupling through 
the film keeps the waveguide modes coupled. Second, the concentration of fields in the thin gold 
layer results in a larger current through the film. A higher energy loss translates into stronger 
attenuation and thus a larger difference between sample and reference data. Unlike in TM mode, 
the loss in transmission is mainly due to the propagation, not the input and output coupling. 
Consequently, we can extract spectroscopic information related to the gold film. 
In the case of gold thickness at 4 nm, the curve fitting of the transmission in TE and TM 
modes suggests that the materials response shows different behavior from Drude model. In the 
introduction of this section, it was indicated that there is a critical thickness (IMT) at which the 
conductivity and dielectric constant develop singularity. Since at thickness 1 nm, the gold film is 
an insulator (in our case), we make the assumption that gold of 4 nm-thick is within the range of 
IMT. As result, the classical Drude model may not be relevant for the analysis and a more general 
formalism should be considered. 
5.2.6.3 Drude – Smith model 
The Drude – Smith model has been developed by Smith [14] to describe the optical response 
of liquid metal and quasicrystal. One year after the publication of Ref. [14], Schmuttenmaer group 
successfully describe the experimental transient photoconductivity of dye-sensitized titanium 
dioxide in THz range by utilizing this model [15]. Since then, the name “Drude – Smith” 
conductivity model has gained popularity to study nanomaterials [16], IMT system [17], and 
disordered materials exhibiting carriers localization or dominated by carriers back scattering 
phenomenon in THz regime. 
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The Drude –Smith model is based on the current response of the electron system to a 𝛿 - 
function impulse of electric field at t = 0. From the definition of current density, one has the 
relation:  
If at t = 0, an unit impulse of electric field 𝛿 (t) is applied to the system, the frequency dependent 
conductivity can be seen as the Fourier transform of the current such as: 
Starting from the assumption that the scattering events are independent of each other (no memory 
about the previous collision) and obey to Poisson distribution, the current can be written as [14]: 
where  is the is characteristic relaxation time of the system to return to the equilibrium state [14]. 
𝐽(0) =  𝑁𝑒𝑝(0) 𝑚∗ = (𝑁𝑒 𝑚∗) ∫ 𝑒𝐸(𝑡)𝑑𝑡⁄⁄ = 𝑁𝑒2 𝑚∗⁄ . 
Inserting Eq. (5.9) into Eq. (5.8), the Drude model conductivity is retrieved [14]: 
Now, suppose that the carriers undergo collisions with an average time interval 𝜏 between 
two scattering events, as within Drude framework. Between a time interval (0, t), Poisson 
distribution gives the probability of n scattering events to occur: 
In his paper [14], Smith introduced a “memory function” about the previous scattering that 
has the function of “persistence of velocity”. After nth scattering event, the preserved velocity of 
carriers is reduced by a factor 𝑐n to its initial value. Therefore, the current takes the form: 
From Eq. (5.8), the complex frequency – depend conductivity reads: 
 𝑱(𝜔) = 𝜎(𝜔)𝑬(𝜔). (5.7) 


































The main finding of Smith is that Eq. (5.13a) reproduces very well experimental results of 
anisotropic as well as isotropic scattering. In fact, if the scattering is independent to each other, 
the factor 𝑐𝑛 = 𝑐1
𝑛 and Eq. (5.13a) gives the Drude equation. In general, 𝘤n is proportional to the 
expectation value of cos (𝜙) for elastic scattering. 𝜙 is the angle between the initial and the n-th 
velocity. Therefore, if the 𝜙 angle is less than 𝜋/2, the value of 𝘤n is positive and in the interval 
[0, 1]. In contrast, if the scattering angle is more than 𝜋/2, 𝘤n is negative ([-1, 0]) and a preferential 
backscattering is observed.  
The predominance of backscattering event have been observed in nanostructure crystal 
including metallic and silicon nanostructures [10].In practice, only the first term 𝑐1 = 𝑐 is retained 
to fit experimental data and its value is set to be in the interval [-1, 0]. This choice is justified by 
the fact that the material response can be tuned continuously between isotropic scattering (Drude 
response with 𝑐 = 0) to a carriers localization (𝑐 = -1). Therefore, we change the Drude model in 
the experimental data fitting of gold 4 nm to Drude – Smith model with the additional free 
parameters 𝘤  -1, 0: 
 The curve fitting of the transmission in TE and TM modes are in good agreement with the 
experimental data with parameters values in the Fig. 5.8. The value of 𝑐  -0.9 indicates that the 
predominance carrier transport is the backscattering. This result is consistent with that of Ref. 
[10]. The backscattering event might originate from the reflection of carriers from gold grain 
boundary, and then a geometrical effect of the thin film surface morphology at IMT. The large 










Fig. 5.8 Experimental transmission data and Drude-Smith fitting curves with fitting parameters 
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The sensitivity of TE mode has been explained in the preceding paragraph and confirmed in 
the present case. But interestingly, the TM mode analysis also produces a good fit. An explanation 
for this is that the gold thin film at a thickness of 4 nm induces a very small perturbation of the 
PPWG reference-dominant TEM mode. Consequently, the power coupling coefficient of the 
PPWG reference and that of PPWG with thin film is nearly similar. Thus, the optical parameters 
of the gold could be extracted from the experimental transmission data. 
5.2.7 Comparison of conventional THz-TDS and THz- PPWG-TDS 
We have also performed conductivity measurements of our samples with the well-
established transmission THz–TDS. In summary, the main difference between the THz- PPWG-
TDS and the standard transmission THz–TDS lies in the fact that the former has a parallel 
incidence and long wave–sample interaction path, whereas the latter has a normal incidence and 
very short THz interaction path with the sample. An experimental setup as described in [10] is 
used for the measurements. The parameters extraction of normal THz-TDS has been explained in 
chapter 2 and is applied here. Table 5.2 shows the extracted parameters for optical conductivity 
with PPWG method and transmission THz–TDS. The TE mode analysis and the transmission 
THz–TDS reveal that our gold sample at a thickness of 8 nm has a Drude-like conductivity 
behavior. In normal THz–TDS, this high conductivity makes the measurement challenging as 
shown in Fig. 5.9.. The low signal to noise ratio for the experimental values induces a large 
uncertainty in the measurement. However, the agreement between values given by two methods 
reinforce that TE mode excitation provides the desirable spectroscopic information for conductive 
thin films. 
Finally, a very interesting comparison for both methods is the case of gold thin film at 4 nm. 
Fig. 5.10 shows the time domain pulse of THz transmitted through MgO coated by 4 nm gold thin 
film in normal incidence. The suppression of the first reflection pulse indicates that gold thin film 
behaves as a THz antireflection coating. This has been investigated by Thoman et al. [5]. 
Following the same argument as in Ref. [5] we can draw a simple physical picture to explain the 
values of conductivity derived for our sample. The antireflection condition is expressed by the 
following impedance matching 𝜎𝑠𝑍0 = 𝑛MgO − 1. As above, 𝜎𝑠 is the sheet conductivity of gold 
thin film, while Z0 is the free space impedance and nMgO is the refractive index of MgO. Since the 
substrate has negligible extinction coefficient and nMgO = 3.15, the impedance matching condition 
is satisfied if 𝜎S = 0.0057 S (the imaginary part of the conductivity is zero). If we arrange the 
expression of conductivity (Eq.(5.13b)) in real and imaginary part and setting Im(𝜎S) = 0, the 
value of Drude-Smith conductivity parameters which fulfill the impedance matching condition 





2.58106 S/m. In both transmission and waveguide-based THz TDS, the plasma frequency and 
scattering time (cf. Table 5.2) satisfy approximately the preceding theoretical relation. 
 
Table 5.2 Comparison Table of conductivity extracted from Drude-Smith model in TE and TM 








4 nm 8 nm 180 nm 4 nm 8 nm 180 nm 4 nm 8 nm 
p/2 (THz) 500 1983 [2000, 
2500] 
547 - - 341 1629 
 (fs) 51.2 22 [10, 30] 40.4 - - 70 10 
c -0.9 0 0 -0.9 - - -0.35 0 
Fig. 5.9 Spectra of gold sample of 8 nm thickness. The measurements were performed with 
conventional THz-TDS. The reference is the transmitted THz wave through the MgO substrate 
and the sample signal is the transmitted THz wave through Au/MgO 
 
Fig. 5.10 THz time domain response of gold 4 nm in conventional THz-TDS 
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In summary, we have analyzed the capability of PPWG to characterize ultra-thin film of 
conductive material in THz range. First, it was demonstrated that TE mode excitation offers better 
sensitivity due to strong transverse electric field which has its maximum in the middle of the 
waveguide. Second, a good agreement of the optical parameters extracted by TE mode PPWG 
method and the conventional THz TDS method has been found. 
It should be noted that for thin poorly conductive films, TM mode excitation can also be 
used for a sample located in middle of PPWG. The requirement is that the thin film does not 
disturb deeply the electric field distribution of the mode so that perturbation method or the 
dispersion equation could be employed. However, due to the plasmonic nature of TM mode [18], 
we should be careful on the derivation of the right analysis. In addition, a small misalignment or 
a small air gap between the dielectric slab and the metallic waveguide plates has a drastic effect 
in the transmission pulse [19]. 
5.3 SINGLE ATOMIC LAYER: GRAPHENE 
5.3.1 Introduction 
Currently, there is much interest in atomically thin, layered materials, including graphene 
[20], hexagonal BN [21], transition metal dichalcogenides (e.g., MoS2, WSe2) [22, 23], III-VI 
layered semiconductors (e.g., InSe, GaSe) [24, 25], and black phosphorous [25]. These novel 
materials host two-dimensional (2D) carriers with unconventional properties that are promising 
for a wide range of applications in electronics, photonics, and optoelectronics. However, many of 
these emerging materials have rather low conductivities, which require high-sensitivity 
techniques in order to reveal their basic characteristics and provide insight into their novel band 
structure. 
In the terahertz  frequency regime, the complex conductivity, , of charge carriers can be 
conveniently determined without any contacts by using THz-TDS [26]. However, when applied 
to 2D materials, conventional THz-TDS usually requires tremendous efforts to detect finite 
signals because of the small interaction between the THz radiation and the material. Namely, 
since these materials are atomically thin, a normal incident beam in a standard transmission THz 
spectroscopy system experiences a very short-length interaction with the material. 
One of the widely used methods to increase the response of 2D materials to THz radiation is 
by increasing the carrier density through “gating”, i.e., by applying an external electric field in a 
transistor configuration [27, 28]. However, this is not always possible for general 2D materials 
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and, more importantly, requires gate electrodes. One would also have to consider possible 
influences of gate-induced carriers in the substrate. A more convenient approach is to integrate 
graphene in a planar waveguide geometry. Demonstrations have been reported about the 
efficiency of such a geometry in the infrared/visible range for waveguide modulators [29, 30] and 
in graphene-based transistors and microcavities [31, 32]. Such an approach is particularly 
attractive because the long interaction length inside a waveguide provides a high sensitivity. The 
achievable interaction length is just limited by the waveguide length. Furthermore, waveguide 
geometries allow one to readily probe the response of a 2D material to different electromagnetic 
polarizations (electric field parallel or perpendicular to the 2D surface) through waveguide mode 
control. 
Here, we describe a sensitive, non-destructive, and versatile method for characterizing the 
conductivities of atomically thin materials in the THz range using a parallel-plate waveguide 
(PPWG). In the present study, we successfully probed and characterized low-density carriers in a 
single atomic layer of graphene. The graphene layer was sandwiched between two MgO 
substrates and inserted into the PPWG. In this configuration, the interaction of the transverse 
electric (TE) mode to the graphene layer was optimal, leading to a substantial (~30%) change in 
transmission even for a sheet carrier density as low as 2  1011 cm-2. On the other hand, 
conventional normal-incidence transmission THz-TDS failed to detect any signal for this carrier 
density. Furthermore, the transverse magnetic (TM) mode did not show any sign of interaction 
with the graphene monolayer because the electric field in this mode is perpendicular to the 2D 
layer. 
This section is outlined as follow: we first present the experimental technique of graphene 
growth and Raman characterization. Then, the experimental THz results obtained by conventional 
THz- TDS and THz-PPWG-TDS are compared. Here, we emphasize the main advantage of our 
technique compared to the existing method for probing carriers in single atomic layer. A 
theoretical section is dedicated to charge carriers transport in graphene and the conductivity model 
used for data fitting. Finally the extracted conductivity is discussed with the reported values in 
literatures. 
5.3.2 Experimental technique 
The samples used in this study were provided by Ajayan’s group of Rice University. Two 
graphene samples (Samples A and B) are grown using chemical vapor deposition (CVD). A 
copper foil was placed in the deposition chamber and annealed at a temperature of 1000C in a 
hydrogen/argon gas at a pressure of 1 Torr for 20 min. Methane was introduced into the chamber 
with a flow rate of 4 standard cubic centimeters per minute (sccm) for 10 min. The sample was 
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cooled for 20 min in a hydrogen/argon gas. The grown graphene layer was then transferred onto 
two MgO (100) substrates, which were transparent in the THz frequency range. The dimensions 
of the MgO substrate were also 30 mm (width)  10 mm (length)  0.5 mm (thickness). Half of 
the substrate was covered by CVD graphene. 
Raman spectroscopy characterization provides an insight of graphene properties in versatile 
way and nondestructive fashion. Raman measurements allow, amongst other, ascertaining the 
quality of the samples (quality of growth and transfer in our case). Further detail of interpretation 
of Raman spectra can found in Ref. 33. Here, we only focus on the basic operation and 
measurements in Raman spectroscopy. In brief, the so-called G–mode spectrum and 2D-mode 
spectrum are used to characterize graphene (single or multi layers) in Raman spectroscopy. G–
mode is 2D–mode originate from in-plane vibrational mode of graphene. The peak intensity ratio 
𝐼2D 𝐼G⁄  indicates the layer number of graphene. A single layer graphene yields at least a ratio more 
than 1.5 [33]. Here, Raman spectroscopy Xplora One was used to probe the sample at different 
spots. The intensity ratio of the G mode to the 2D mode in Raman spectra in Fig. 5.11 confirm 
that monolayer graphene was grown.  
 
From Raman spectra, the Fermi energy of the samples can be also retrieved. The Fermi 
energy, EF, of the grown sample is calculated from the G-mode peak position, G, using the 
formula G (cm
-1) = 1580 (cm-1) + |EF| (eV)  42 (cm
-1eV-1) [34]. 
 
Fig. 5.11 Raman Spectra of graphene sample and the Fermi energy associated. Each Raman 
spectrum is measured in one spot of the substrate side with graphene. The frequency positions 
of G-mode peaks are also shown. The difference in intensities is due to the difference of the 
laser pump power used in Raman spectroscopy. The unit of the frequency shift of the figures 
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5.3.3 Comparison between conventional THz TDS and THz-PPWG-TDS 
The measurements procedures in THz-PPWG-TDS has been already described previously. 
Here we use the second experimental setup which has a different parabolic mirror focal length. 
Characterization measurements of each graphene sample were performed in two steps. First, we 
characterize the samples using PPWG and conventional THz-TDS systems. Then, we annealed 
the sample at 445 K under a pressure of ~10-7 Torr in a cryostat for one hour [28, 35]followed by 
cooling for about four hours in the vacuum chamber, after which we immediately measured the 
sample again with both systems. The purpose of sample annealing is to obtain a pristine graphene 
which is free of impurities.  
Before embarking in detailed discussion, we first compare spectra taken by conventional 
transmission THz- TDS with those taken in TE mode of THz-PPWG-TDS in Fig. 5.12. The 
sample characterized in this Fig. is the graphene after annealing (almost pure graphene). The 
comparison of both spectrum already indicates that it is challenging to measure the optical 
properties of pristine graphene in conventional method. The spectrum of the reference MgO and 
graphene/MgO almost overlap over the entire range of frequency. In contrast, an obvious 
amplitude difference occurs in TE mode of PPWG spectrum.  
 
 
Now, I emphasize here one of the main finding of this work. To further confirm the 
advantage of PPWG, Fig. 5.13 shows the transmittance spectra for Sample A taken by means of 
both methods. In the case of conventional THz-TDS, the spectra are nearly flat over the entire 
frequency range (0.1 THz-1.8 THz) for the sample before and after annealing, with transmittance 
~95% and ~98%, respectively. It should be noted that each transmission data collected using 
conventional THz-TDS was averaged over 20 spectra. In the case of -THz-PPWG-TDS, the 
 
Fig. 5.12 Comparison of spectra measured using (a) conventional THz- TDS and (b) by THz-
PPWG-TDS in TE mode. 
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transmittance clearly shows some frequency dependence. The transmittance value is ~60% 
(~70%) before (after) annealing in the low-frequency region while it increases to ~95% at the 
high-frequency end of the spectra.  
 
The spectrum of TE–mode of PPWG (Fig. 5.12) suggests from the absence of interferences 
that single-mode propagation is realized. Then, in the frequency (f) domain, the complex-valued 
transmission coefficient (Eq. (3.57) is simplified to: 
where EMgO/Gr/MgO is the complex frequency-dependent electric field detected through the 
waveguide with graphene, EMgO/MgO is the electric field detected through the waveguide without 
graphene,  is the experimental phase difference between the reference and the sample pulses, 
𝛾  𝛽 – 𝑗𝛼, 𝛽 is the propagation constant of the PPWG mode under consideration (TE or TM 
mode), and 𝛼 is the propagation loss. The length of the waveguide, 𝐿, is 10 mm. In Eq. (5.14), the 
coupling coefficient and the impedance matching are assumed to be the same for the reference 
and sample signal. Note that Eq. (5.14) works only for single-mode propagation, either in the TE 
mode or TM mode. 
 
Fig. 5.13 Comparison of frequency dependent transmission data taken with normal-incidence 
transmission THz-TDS and THz- PPWG-TDS in TE mode. (Sample A before and after 
annealing). The upper quasi-flat curves are averaged transmittance data taken with THz-TDS. 
The blue solid curve is for non-annealed graphene on MgO and the purple dashed curve is for 
annealed graphene on MgO. The same sample is analyzed with TE waveguide mode, leading 
to a frequency-dependent transmittance represented by blue solid circles for Sample A before 
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If the fundamental TE mode (TE1) of the bare PPWG does not change much in the presence 
of graphene, a perturbation method [36] simplifies Eq.(5.14). In this case, the waveguide loss is 
expressed by the dissipation loss  which is: 
where 𝑃 is the power transmitted without graphene (reference side), E is the electric field in Eq. 
(3.19) and the integral is performed over the waveguide cross section. If W is the width of the 
PPWG, the power transmitted is: 
After computing the integral in Eq. (5.15), we have: 
For a special case where the propagation constant 𝛽 doesn’t differ much from 
2𝜋𝑓𝑛𝑀𝑔𝑂√𝜇𝜀0 (plate separation d >> 𝜆THz or the frequency cutoff is situated in the lower limit 
of the system frequency bandwidth, which is the actual case), the propagation loss is directly 
proportional to the conductivity: 𝛼𝜎S. Then, the amplitude of transmission (Eq. 5.14) is |𝑇| ≈
𝑒−𝐶.𝜎𝑆.𝐿. From this expression, we see two important features of THz-PPWG-TDS. First, a longer 
waveguide yields exponentially stronger absorption and thus a higher sensitivity. Second, the 
transmission decreases exponentially with increasing sheet conductivity; thus, even a very small 
difference in conductivity can produce a substantial difference in transmission. These advantages 
of THz- PPWG-TDS are clearly demonstrated in Fig. 5.13. 
From the perspective of mode propagation, we can consider the TE mode as a propagating 
plane wave bouncing between the waveguide plates with polarization parallel to the layer surface 
[37]. Due to the frequency cutoff of the TE1 mode (fc  0.06 THz), the free-space THz pulse is 
reshaped when traveling through the waveguide, and with the phase and group velocities strongly 
frequency dependent. Lower-frequency components of the THz wave traverse the waveguide 
more slowly than higher-frequency components and hence experience a larger number of bounces. 
An increase in the number of bounces yields stronger absorption by the sample. Therefore, this 
dispersive nature of TE1 mode provides a more efficient approach to the study of weakly 
conducting material. This fact is counterintuitive in THz spectroscopy since it is usually common 
to avoid such dispersion. 
We also performed TM mode analysis of graphene in a PPWG. The two spectra of reference 



















 α ≈ 2𝜋𝑓𝜇𝜎𝑆 2𝛽⁄  (5.17) 
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is not capable of separating the sample absorption of the THz wave from other sources of 
uncertainty (e.g., misalignment, SNR of the detector). In fact, in a real 2D material like graphene, 
the electrons are confined in the sample plane. Consequently, when an electric field perpendicular 
to the surface (TM mode) is applied to the sample, there is no current induced, and thus, there is 
no THz absorption. The conductivity is zero in that direction. 
 
5.3.4 Theory 
As shown in Fig. (5.15), graphene is made of carbon atoms arranged in honeycomb lattice. 
The energy band structure of graphene has been investigated extensively [38, 39] and we just 
adopt here the simplest treatment of electronic properties of graphene. The primitive vectors of 
the structure are 𝒂𝟏 = 𝑎 (1,0) and 𝒂𝟐 = 𝑎 (−1/2,√3/2). The vectors which connect the nearest 
neighbor carbon are given by 𝒍𝟏 = 𝑎 (0,1/√3), 𝒍𝟐 = 𝑎 (−
1
2




Therefore, the reciprocal lattice vectors are 𝒂𝟏
∗ = 2𝜋/𝑎 (1,1/√3) and 𝒂𝟐
∗ = 2𝜋/𝑎 (0,2/√3). In 
graphene physics, the most two important points of Brillouin zone are the corners K and K’ 
located at 𝐊 = 2𝜋 𝑎(−2/3,0)⁄  and 𝐊′ = 2𝜋 𝑎(2/3,0)⁄ . 
 
Fig. 5.14 Typical THz frequency domain spectra of Transverse magnetic mode of PPWG. The 
black curve is the THz spectrum of reference averaged over ten spectra. The red curve is the 
THz spectrum of sample also averaged over 10 spectra. 


































In planar honeycomb carbon structure, three orbitals 2s, 2px and 2py hybridize into sp
2 orbital 
to constitute the 𝜎-band [40] and the orbital 2pz form independently the 𝜋-band. Only the latter 
orbital plays role in the carrier transport of graphene. By applying tight binding method to the 
system with the atomic orbital of 2pz, the energy dispersion is given by: 
with: 
where 𝑡 is the hopping integral and 𝐤 is the wave vector [40]. At K and K’ points, the energy is 
zero and the negative and positive energy bands intersect each other. Close to these points, the 
energy equation can be expanded to [40]: 
Here 𝑣𝐹  ≈ 1. 10
6 m/s is the Fermi velocity. 
K and K’ are known as Dirac point from the similarity of dispersion equation Eq. (5.20) to that 
of massless Fermions in Dirac – Weyl equation.  
Microscopically, the optical response of graphene in the THz range is mainly dominated by 
intraband free-carrier absorption, describable with the Drude formula  [41–44]: 
 
Fig. 5.15 schematic of (a) graphene lattice structure with the primitive vectors ai (i = 1, 2)and 
the vectors lj (j = 1, 2, 3) which connect the nearest neighbor;(b) The first Brillouin zone with 
the reciprocal lattice vector  ai
* (i = 1, 2) 
 𝐸±(𝐤) = ±|ℎ(𝐤)|. (5.18) 




 𝐸±(𝐊+ 𝐤) = 𝐸±(𝐊
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where Γ is the scattering rate and the Drude weight D is given by [41-44] 
Here, 𝑒 is the electronic charge, ℏ is the reduced Planck constant, kB is the Boltzmann constant, 
and 𝑇 is the temperature. Therefore, the Fermi energy can be also extracted from the experimental 
conductivity of graphene. The carrier density and Fermi energy are related by [41-44] 
Since the conductivity of graphene is Drude – like, the DC conductivity and the mobility can also 
be calculated. 
5.3.5 Conductivity results 
In contrast to the multimode propagation fitting in the gold nanostructures case, the 
conductivity of graphene is calculated directly from the dispersion equation Eq. (3.44) – (3.45). 
Fig. 5.16 shows the real and imaginary parts of the sheet conductivity for Sample A and B before 
and after annealing, together with fitting curves using the Drude formula. The conductivity is 
expressed in units of 𝜎0, where 𝜎0 = e2/2h  6.1  10-5 S is the universal interband conductivity 
of graphene [24, 26, 27]. From the relation between EF and the carrier concentration N [27], we 
found that N = 1.07  1012 cm-2 for Sample A and N = 1.01  1012 cm-2 for Sample B before 
annealing. The scattering rate obtained were Γ = 3.39 1012 s-1 for Sample A and Γ = 4.2 1012 s-1 
for Sample B. These values are comparable with the values reported for CVD-grown graphene 
on different substrates [27, 45–47] 
Table 5.3 shows the fitting parameters of the Drude model extracted from the experimental 
data for both Sample A and Sample B: the DC conductivity(S), scattering rate, Γ (s-1), carrier 
density, 𝑁 (cm-2), Fermi Energy, 𝐸F (meV) and the mobility (cm-2V-1s-1). It has been 
experimentally observed that adsorption of water and oxygen molecules dramatically changes the 
electromagnetic properties of graphene [45, 48]. In fact, transport measurements [49] revealed 
that charge transfer occurs between adsorbed molecules and graphene. Vacuum annealing 
described in the experimental section removes these adsorbed molecules [50, 51] and additionally 
reduces PMMA residues and other impurities. It can indeed be seen in Table 5.4 that the annealing 
process reduces the carrier density (N = 2.3  1011 cm-2 for Sample A and N = 2.2  1011 cm-2 for 
Sample B). These small numbers of densities were determined by the THz-PPWG-TDS method 
while normal THz-TDS could not detect any THz absorption after annealing, as also shown in 




ln (2 cosh (
𝐸𝐹
2𝑘B𝑇
)) . (5.22) 
 𝐸𝐹 = ℏ𝑣𝐹√𝜋𝑁. (5.23) 





Fig. 5.16 Experimental data of graphene conductivity and the Drude model fitting curves 
normalized by the universal conductivity of graphene (e2/2h). (a) Results for Sample A and 
(b) results for Sample B. The error bars indicate the standard deviation of the experimental 
data. The red curve is the theoretical Drude fit while the frequency range used for the fitting 










































































































Table 5.3 Drude fitting parameters extracted for Samples A and B before and after annealing 
using parallel-plate waveguides (PPWG) and conventional THz-TDS. 
  Sample A  Sample B 
  Before annealing After annealing  Before annealing After annealing 
  PPWG THz-TDS PPWG  PPWG PPWG 
𝜎0 (10-4S) 7.8 8.65 3.67  7.1 3.62 
Γ(1012 s-1) 3.39 5.84 2.6  4.2 4.08 
N (1012 cm-2) 1.07 1.94 0.23  1.01 0.22 
EF (meV) 133 179 62.1  129 61 
(cm-2V-1s-1) 3750 1972 8105  4393 10200 
5.3.6 Conclusion 
In summary, we have demonstrated that parallel-plate waveguide based THz spectroscopy 
is a powerful technique for characterizing 2D materials, using graphene as an example. This 
method has particular advantages at low frequencies due to longer interaction paths between the 
propagating THz wave and the 2D material, leading to a better sensitivity than the conventional 
THz spectroscopy techniques. Using this waveguide approach, we observed a substantial (~30%) 
change in transmission even for a sheet carrier density as low as 2  1011 cm-2 whereas 
conventional normal-incidence transmission THz spectroscopy did not produce any signal for this 
low density.  
5.4 MAGNETIC RESONANCE OF METAMATERIALS 
5.4.1 Introduction 
Electromagnetic properties of metamaterials have been intensively studied in the terahertz 
(THz) regime [52–54]. Their exotic electromagnetic response has enabled novel applications, e.g., 
tunable THz modulators [55], THz device sensors [56], THz quarter wave plates  [57, 58]etc. 
Generally, metamaterials are based on split ring resonators (SRR) arranged in periodic structures 
[59]. These structures respond electrically and magnetically to incident electromagnetic field 
resulting in electric, magnetic or magneto-electric resonance with respect to the direction of the 
THz wave propagation. Various designs have been proposed to suppress the magneto-electric 
coupling of the structure, in order to further control the behavior of the metamaterials, and to 
facilitate a more precise characterization of their electromagnetic properties [60]. While the 
electric coupling mechanism is well understood using a normal THz incidence beam geometry, 
experimental study of magnetic response have met some practical limitations [55, 61]. In 
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conventional THz-TDS, the electric and magnetic fields lie in the plane of the surface structure, 
thus resulting in a negligible coupling to the magnetic excitation field.  
Introducing an oblique angle of incidence for the THz wave remedies this issue [62]. The 
samples are rotated about an axis parallel to the SRR surface, and the maximum magnetic field 
amplitude is expected at a rotation angle of 90. However, for expediency, the experiments were 
usually limited by the incident angle of 45. Another possibility to study the magnetic resonance 
could be by using the THz-TDS in attenuated total reflection configuration [63]. In such a 
measurement, the THz incident beam is coupled to the sample using a plastic prism [64]. The 
leaking evanescent waves from the prism couple to a planar metamaterials at certain angles and 
can induce electric or magnetic resonances. However, the experimental implementation here 
suffers from limited injection angles. Additionally, evanescent waves have a very weak free space 
coupling, further reducing the interaction strength between the electromagnetic radiation and the 
samples. 
While the above-mentioned methods to study the THz properties of metamaterials have been 
used widely in the past, the waveguide-based techniques have garnered less attention. Previously, 
we found that the PPWG geometry with ultrathin conductive films located halfway between the 
plates provides an optimized interaction between the electromagnetic wave and the sample. Here, 
we apply this technique to study the magnetic response of the ultrathin symmetric electric SRRs 
(eSRRs) that have pure electrical response in the case of normal incidence of the THz beam. Thin 
metamaterial samples reside half way between the PPWG plates, where the intensity of the 
electromagnetic field is maximal. Unlike previous works for characterization of magnetic 
resonance of THz SRRs, we take advantage of: (i) the well-defined directions of the electric and 
magnetic fields in TM and TE) modes of PPWG; and (ii) multiple reflections inside the waveguide 
to enhance the coupling strength.  
Here, we report on the experimental study of the electromagnetic response of eSRRs in TM 
and TE modes of a PPWG. Due to the particular profile of PPWG TE mode [37, 65], we have 
observed a strong magnetic resonance of eSRRs in far field measurements. This magnetic 
resonance is strongly distinct from the electric resonance. Simulations has been carried out to 
interpret the experimental results. 
5.4.2 Experiment 
We employ the same THz-PPWG-TDS setup as in the graphene investigation described 
above. However, the substrates in this work were changed to high resistive silicon having a THz 
refractive index of 3.45 at 1THz and negligible extinction coefficient. The dimensions of the Si 
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substrate are identical to the dimension of MgO for gold and graphene. Fig. 5.17 shows a sketch 
of PPWG geometry and metamaterials studied here. 
Our metamaterials have the form of a square array of eSRRs spaced with 70 m periodicity, 
manufactured by a standard photolithography process. A unit cell of eSRR is composed of two 
rectangular SRR made of 80 nm thick gold, sharing a middle arm at the center. One eSRR has a 
side length of 50 m, line width of 6 m, and a gap of 6 m. This design is typical for the use in 
THz frequency range [66]. Fig. 5.17 (b) shows the dimensions of the structure as well as the lattice 
parameters. For convenience, two samples with different eSRRs orientations were fabricated. 
 
Six sets of experimental measurements were performed in this work: two with standard 
normal incidence transmission THz TDS, and four with THz-PPWG-TDS. In standard THz TDS 
experiments, the first and the second measurements were made with the electric field of the 
incoming THz beam parallel and perpendicular to the gap-bearing sides of the eSRRs, 
respectively. The complex-valued THz transmission coefficients in frequency domain were 
obtained by dividing the complex-valued electric field amplitudes detected through the sample 
(substrates and metamaterials) by the electric field of the reference signal (substrate) as explained 
in chapter. 2. In the waveguide experiments, the four measurements included: two measurements 
 
Fig. 5.17 (a) Geometry of thin metamaterials in parallel plate waveguide. The electric field for 
TM and TE modes excitation are shown. (b) Unit cell dimension of electric split ring resonator. 
The metal is gold ultrathin film having a thickness 80 nm. The periodicity of the metamaterial 
is 70 m 
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in TM mode (electric field parallel and then perpendicular to the gap sides), and two 
measurements in TE mode. The THz wave transmitted through PPWG with metamaterials was 
the sample signal, and the wave transmitted through the PPWG without metamaterials was our 
reference. Time domain THz pulses with 2048 points were recorded for both the standard TDS 
and the PPWG TDS experiments. However, the multiple-reflection pulses in a standard THz TDS 
measurement were eliminated by zero padding the temporal signal from the temporal position of 
the first reflection. 
In this work, we have also simulated the thin film metamaterials response with a finite 
difference time domain (FDTD) – based on commercial software Lumerical. The first simulation 
was performed with normal beam incidence, and the second simulation corresponded to the 
PPWG geometry similar to Fig. 5.18 (a). In PPWG experiments, the plate separation is around 1 
mm, the gold thickness is 80 nm, and the propagation length is 10 mm. As result, the scaling 
between the gold thickness and the cross-section of the entire waveguide amounts to four order 
of magnitude, which required a substantial memory and time resources. Therefore, the thickness 
t was increased to 4 m, at which the condition that t << 𝜆THz, where 𝜆THz is a THz wavelength, is 
still satisfied. One column of four unit cells was included in the PPWG simulation with periodic 
conditions in the x-axis (Fig. 5.17 (a)). The source was set to excite fundamental mode of the 
waveguide. Two orientations of the SRRs were simulated and compared with the experimental 
data. 
5.4.3 Results and discussion 
The response of the metamaterials was first studied in normal-incidence THz TDS 
experiment. The electric and magnetic fields were parallel to the metamaterials surface plane in 
both measurements. Fig. 5.18 displays the transmission amplitude and the corresponding phases 
(angle of the transmission) with electric field parallel and perpendicular to the resonator gap 
bearing side. The propagation of the electromagnetic field is shown in the Fig. insets. The black 
curves are the experimental data, which agree well with the simulations results (blue curve). The 
spectral features in the transmission curves are as expected for the metamaterials of such designs, 
measured at normal incidence [61]. The N-shaped phases of the complex transmission coefficients 
are typical for the Lorentzian-type resonances. All spectral dips in Fig. 5.18 are the resonances 
related to the coupling of incident electric field to the eSRRs. The first resonance appearing at 
0.44 THz in Fig. 5.18 is the fundamental LC resonance of the equivalent LC oscillator of the 
structure [52, 60, 61, 67]. The second resonance at 1.66 THz in Fig. 5.18(a), as well as the single 
broad resonance at 0.91 THz in Fig. 5.18(b), originate from the electric resonance due to half-
wave resonance of the SRR sides [68, 69]. To further understand the resonance mechanisms, the 
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surface current densities were calculated for the three observed resonances. The surface current 
densities shown in Fig. 5.18(c) and (d) are associated with the resonance in Fig. 5.18(a). The 
arrows inside indicate the current direction. Here, the magnetic field is parallel to the plane of 
metamaterials with the direction of propagation normal to it. As a result, the magnetic resonance 
should not occur. Furthermore, the design of eSRRs eliminates a far field coupling of the magnetic 
resonance for the following reason. From Fig. 5.18(c), the first resonance, in case of the electric 
field parallel to the eSRRs gap, arises from the circulating current with opposite directions in both 
parts of the structure. Therefore, the magnetic dipoles induced on both sides are also point in 
opposite directions, and these effects are observable solely with near field measurements [70]. 
The second resonance emerges from the current flowing in parallel in both arms of the eSRR as 
shown in Fig. 5.18(d). We have similar situation in case of Fig. 5.18(e) which corresponds to the 
resonance in Fig. 5.18(b). These half wave resonances are related to the plasmonic oscillations 
along the sides of the eSRRs [68, 69].  
 
 
The experimental results displayed in Fig. 5.19(a) - (b) (black solid lines with black dots) 
were obtained with the PPWG excited in TE mode. The corresponding simulation results are 
Fig. 5.18  Transmission amplitudes and corresponding angles in normal beam incident THz-
TDS. The black lines are the experimental data and the blue lines are the simulation results. 
The beam direction and eSRRs orientations are shown in the figures. insets with: (a) the electric 
field parallel to the gap-bearing sides, (b) with the electric field perpendicular to the gap bearing 
sides; (c)- (d) Surface current densities simulated corresponding to the resonances Fig. 5.18.(a); 
(e) Surface current densities simulated corresponding to the resonance in Fig. 5.18. (b). The 
maximum of the intensity is shown in red color and the minimum of the intensity is shown in 
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shown by the blue curves. Here, the electric field component at the PPWG center lies in the eSRRs 
surface plane, while the magnetic component is normal to that plane. 
When the electric field is parallel to the gap (Fig. 5.19(a)), two resonances are observed in 
the experiment and the simulation. The first resonance appears at the frequency around f1 = 0.3 
THz, followed by some small oscillations. A second resonance appears at a frequency around f2 
= 0.6 THz. According to the simulations studies performed at infrared frequencies23) the first 
resonance could be assigned to the coupling of an incident electric field to the eSRRs. In short, 
similar to the normal incidence case, the electric field drives currents in opposite directions 
forming a so-called “antibonding mode” [71] from which the electric resonance originates. 
Following the same logic, the second resonance might be a magnetic resonance due to a 
circulating current along the eSRR arms induced by the external field. It should be noticed that 
symmetry of the system eliminates the cross coupling and the electric and magnetic resonances 
should occur at different frequencies. In other words, the eSRRs should not exhibit bianisotropic 
properties [57]. However, care must be taken here for several reasons. First, we have seen in 
normal-incidence THz measurements above that the dipole resonance can be excited with electric 
field perpendicular to the gap sides of SRRs. Second, far field measurements cannot distinguish 
unambiguously the electric or magnetic resonances, without retrieving the effective permittivity 
and effective permeability of the metamaterials. 
 
 
Fig. 5.19 Transmission amplitude of metamaterials inside PPWG in TE mode with indicated 
resonance frequencies. The black dots connected with black solid lines are the experimental 
data and the blue lines are the simulation results for: (a) Electric field parallel to the gap sides; 
(b) Electric field parallel with the no-gap sides; (c)- (d) Surface current densities simulated 
corresponding to resonance f1 and f2; (e) Surface current densities simulated corresponding to 
resonance f3. The maximum of the intensity is shown in red color and the minimum of the 
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In combination with the simulated transmission curve (Fig. 5.19(a)), the corresponding 
surface current densities are also calculated as depicted in Fig. 5.19(c) – (d). For the resonance at 
f1, current circulating in opposite directions takes place within the SRRs. This mechanism is the 
same as that of normal incident (Fig. 5.19(c)) beam in which the middle arm acts as wire and the 
gaps are the capacitive elements. The resonance frequency is red shifted due to the effective 
medium permittivity for the capacitance since the metamaterials inside the PPWG are sandwiched 
into two silicon substrates. In contrast, in the case of the normal-incidence THz beam 
measurements, the metamaterials are located between air and silicon substrate. To further confirm 
this observation, we have simulated the response of the metamaterials in normal incidence where 
the eSRRs structures are embedded in silicon (see Fig. 5.20). Indeed, the electric resonance 
frequency redshifts from 0.44 THz to 0.35 THz as a result of such a modification of the dielectric 
environment.  
More intriguing results can be deducted from the resonance at f2. In fact, the resonance f2 is 
located at the same frequency position as f3 of the Fig. 5.19(b). By inspecting the current densities 
in Fig. 5.19(d) (for f2) and Fig. 5.19(e) (for f3), circulating current over the whole structure occurs 
irrespective of the shared middle arms. These circulating currents produce a magnetic field with 
the direction opposite to the incoming field. As a result, a strong magnetic coupling occurs [60]. 
When the electric field is parallel to the gap bearing side (Fig. 5.19(e)), there are no apparent 
electric modes. The dipole-type resonances with symmetric current polarizations in both arms 
perpendicular to the beam are not excited here. Based on the simulation results, we can, therefore, 
confirm that the pronounced resonances at frequency around 0.6 THz in both orientations of SRRs 
are the magnetic resonances. However, while the current density is equally shared by both arms 
in Fig. 5.19(d), there is asymmetric distribution in Fig. 5.19(e). This fact have been pointed out 
in a previous theoretical investigation [71]. This asymmetry in the opposite arms might result 
from the electric field orientation which can enhance or weaken the current depending on its 
direction. 
The TM mode measurements have been also performed in the THz-PPWG-TDS 
configuration, and no significant resonance was observed in the transmission data in both 
orientations of the eSRRs (Fig. 5.21). In the TM mode of the PPWG, the electric field has a 
transverse component normal to the metamaterials surface plane, whereas the magnetic field is 
parallel to that plane. Here, we suppose that the energy of the propagating wave is carried by the 
fundamental TEM mode in which the longitudinal electric field vanishes. As a result, neither 
electric nor magnetic field coupling to the SRRs was expected. 
 




Fig. 5.20 Simulated transmission curve of metamaterials embedded in silicon substrates in 
conventional THz-TDS. (a) Simulation of the transmitted THz radiation when the electric field 
is parallel to the gap sides. The first frequency numbered 1 in the red curve is f = 0.35THz. The 
second frequency numbered 2 in red curve is f = 1.3 THz. (b) Simulation of the transmitted 
THz radiation when the electric field is perpendicular to the gap sides. The frequency numbered 
3 in blue curve is f = 0.78 THz. 
 
5.4.4 Conclusion 
In summary, we have investigated the electromagnetic responses of electric SRRs in parallel 
incidence using PPWG and found strong magnetic coupling of the incoming THz wave with 
single layer planar metamaterials in TE mode. When the electric field was parallel to the gap 





















   
Fig. 5.21 TM mode measurement of metamaterials. The error bars in the figures shows that the 
data measured in TM mode are very noisy, in particular at the lower frequency range (0.1-
1THz). 
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observed. On the other hand, only the magnetic resonance is excited when the electric field is 
perpendicular to the gap bearing sides. The location of the magnetic resonance was independent 
of the eSRRs orientation. The particular electric and magnetic field distribution of the 
fundamental TE1 mode and the location of the metamaterials halfway between the PPWG plates 
optimized the interaction between the structure and the THz wave. Simulation of the surface 
charge densities have confirmed our observation and have further explained the resonance 
mechanism of eSRRs in a PPWG. 
5.5 GENERAL CONCLUSION 
We conclude this chapter by summarizing our three fundamentals findings during the entire 
period of this work. The two first experiments were related to the evaluation of basic electronic 
properties of two-dimensional materials and the last experiment was concerning one important 
domain of THz devices which is the metamaterials. 
The first results we obtained with gold ultrathin films were a demonstration of the PPWG 
performance to characterize nanostructures metallic films. In particular, we reported that the TE 
mode provides better sensitivity than the TM mode. Our results are comparable with the reported 
values [10]. Here, the use of PPWG to investigate on the thin conductive film properties is the 
new aspect of this work. Furthermore, we have found a new opportunity of using PPWG TE mode 
in addition to its capability in THz communication and THz sensing.  
Based on the gold thin films results, we also probed the electronic properties of atomic-thick 
layer using PPWG TE mode. To the best of our knowledge, this work was also the first 
investigation on graphene by utilizing PPWG. While the standard and THz-PPWG-TDS provided 
nearly the same optical parameters for non-annealed samples, only the PPWG approach 
succeeded to characterize the low conductive annealed samples, as shown Fig. 5.13. Compared 
to the standard method, the THz-PPWG-TDS provide much better sensitivity (30% absorption 
for annealed samples), and then provides a very good signal to noise ratio. This part of the work 
is essential for future investigation of any atomic-thick layers in THz since most of those materials 
are extremely low conductive. 
Finally, we studied the coupling of magnetic excitation field to the THz metamaterials. 
Nowadays, research on the magnetic resonance of THz metamaterials is still a burgeoning fields. 
Here, we found that PPWG offered an alternative way to overcome some of the practical 
limitations in such investigations. Here, a strong magnetic resonance was revealed by making use 
of the PPWG TE mode.  
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Many new types of 2D - materials have emerged in recent years, including graphene, 
hexagonal boron nitride, transition-metal dichalcogenides, and black phosphorous. These 
atomically thin, layered materials host 2D electrons that respond to long-wavelength light in 
extraordinary manners, which can revolutionize optics and photonics in the terahertz (THz) 
frequency range. Unfortunately, their conductivities are low (due to either low densities or low 
mobility), making it challenging to probe their THz properties with conventional methods. 
Throughout this dissertation, new parallel plate waveguide – based THz-TDS technique for 
ultrathin or 2D - materials has been developed in detail. Our motivation was driven by some 
criterions, presented in the introduction, which are essential for a successful THz characterization. 
Each of these requirements has been addressed in this work, which resulted to simple, low cost 
and powerful method for the investigation of carrier dynamics in these ultrathin conductive 
materials. 
First, we have investigated on theoretical framework of ultrathin conductive materials placed 
halfway between the waveguide plates. As result, we have provided the equations for parameters 
extraction which is the most important part of the analysis. In summary, two equations has been 
derived for transverse magnetic and transverse electric modes: 
 
where 𝜎S is the complex valued surface or sheet conductivity of the sample under investigation. 
The wave vector kx is related to the complex propagation constant of the PPWG containing thin 
film by: 𝑘𝑥 = √𝜔2𝜖𝜇 − (𝛽 + 𝑖𝛼)2. These two equations represent the propagation of THz wave 
with symmetric electric field component which is parallel to the thin film surface plane (Ez and 
Ey for TM and TE mode, respectively). Only the symmetric modes contribute to the propagation 
constant and propagation loss of the THz waves traveling through PPWG containing thin 

















the complex -valued THz wave propagation constant 𝛾, or the propagation constant  and the 
propagation loss. If single mode propagation is realized, the parameters 𝛽 and 𝛼 can be extracted 
easily from experimental data leading to a direct calculation of the optical conductivity 𝜎S. In 
contrast, if higher modes are excited in the waveguide, we have to use a multimodal analysis by 
means of Eq. (3.57). One generalized transmission function which included single mode or 
multimode propagation was derived to that purpose. Then we, defined an algorithm to properly 
extract the optical parameters. The algorithm we have developed here was coded in Matlab 
software using Global Optimization toolbox which compute the global solution of a function 
containing several minima and maxima.  Therefore, we have satisfied the requirement which 
consist to develop a proper parameters extraction formalism in order to obtain relevant 
spectroscopic information of the sample.  
After developing the theory, we have fabricated the THz-TDS experimental set-up used for 
different prototype of samples. A home-made transmission-type THz TDS system based on p-
type InAs emitter and an LT – GaAs dipole antenna receiver was set. The emitter and the detector 
was illuminated by an ultrashort laser at a wavelength of 800 nm and 80MHz repletion rate from 
Ti: sapphire. Descriptions of the main component in the experimental setup were outlined in 
chapter 4 which included the THz emission mechanism of a p-type InAs and the detection 
mechanism of the LT – GaAs dipole antenna. We chose the InAs emitter to obtain any THz input 
beam polarization before the waveguide. A combination of wire grid polarizer was designed to 
detect horizontal and vertical polarization of the electric field since the dipole antenna detect only 
one polarization. The free space beam shaping consists of four parabolic mirrors. Then, we have 
design a PPWG which is mounted on a moving stage. We have shown that the PPWG device is 
very simple to manufacture and can be made of any ordinary metallic materials. We also 
established a protocol to collect experimental data. Therefore, we also accomplished one of the 
criterion that the system should be compatible with any standard system. 
In the first experiment we have conducted, our approach has been validated by the study of 
gold nanostructure. Here, we have found that the location of the sample in the middle of the 
PPWG provides a stronger interaction for odd TE modes electric field. Consequently, TE-mode 
excitation gives results which are more sensitive to the dielectric properties of the thin film, and 
are therefore in better agreement with the expected behavior of this prototype thin film system. 
The purpose of this particular investigation on gold thin films was the demonstration of the 
capability of PPWG approach in THz spectroscopy. 
For the second set of experiment, we investigated on the sensitivity of PPWG approach by 
comparing with conventional THz-TDS using graphene as a sample. Here, we have employed 
THz parallel-plate waveguides to study monolayer graphene with low carrier densities. We 
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demonstrated that a carrier density of ~2  1011 cm-2, which induces less than 1% absorption in 
conventional THz transmission spectroscopy, exhibits ~30% absorption in our waveguide 
geometry. The amount of absorption exponentially increases with both the sheet conductivity and 
the waveguide length. Therefore, the sensitivity of this waveguide system can be increased by 
simply increasing the length of the waveguide along which the THz wave propagates, which 
enables us to detect low-conductivity carriers in 2D materials. We think that this part of the work 
is the most important finding since it opens up a new way to further investigate on the 
electromagnetic properties of atomic-thick layers in THz. Most of those materials are extremely 
low conductive and PPWG offers an alternative to the standard THz spectroscopy method. 
Finally, we investigated on the coupling of external magnetic field to the THz metamaterials 
by means of PPWG. As it has been shown in this work, the interaction of the electromagnetic 
field and the samples is optimized by placing the materials under analysis hallway between the 
waveguide plates. Here, we reported that a strong magnetic resonance was revealed by the PPWG 
TE mode. In conclusion, PPWG offered an alternative way to overcome some of the practical 
limitations on the investigations on magnetic resonance of THz metamaterials  
6.2 FUTURE WORK 
In the burgeoning field of 2D materials science, measurements methods are being sought for 
elucidating their electronic properties rapidly, non-destructively, and sensitively. We have shown 
that PPWG combined with THz-TDS is a powerful technique to study such materials. Our 
perspective is to extend the potential of our method to some newly available techniques. One of 
the possibilities we consider is a combination of PPWG with optical pump – THz probe 
spectroscopy system. The basic principle of the setup is presented in Fig. 1. Graphene is again a 
good example of application. In the optical and infrared region, the carrier dynamics of the 
graphene is dominated by interband transition [1]. The optical pump creates pairs electron – holes 
and the THz pulse can be used to investigate on carrier relaxation and recombination dynamics 
[2]. This approach could be even more powerful for any 2D semiconductors materials. We have 
the advantage of high sensitivity and time resolved spectroscopy. 
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Fig. 6.1 Principle of optical pump THz probe PPWG system. The sample is still 
sandwiched between substrate but the top substrate is coated by an optically transparent 
materials (e.g., ITO). The top plate of the waveguide could be replace by a razor blade 
to block the THz probe to propagate along the surface of the top coated substrate. The 
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